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SONAR GRAPHIC INDICATOR

iNTRODUCTION

In connection with work on the development oi improved eiectrochemical recording
paper for the tactical sonar range recorder, an empirical study was made cf problems
in the graphical presentation of signal information. From this study it was apparent
that factors which contribute to intelligence perception by the eyes were not being fully
utilized, if at all, in existing sonar systems.* Exploratory research was directed toward
demonstration of this fact with laboratory-type equipment. This effort resulted in the
Sonar Graphic Indicator which is the subject of this report.t

This new electronic instrument is a means for presenting more of the information
carried in a sonar signal, in such a manner that the observer can perceive and grasp
the intelligence despite severe noise or reverberation interference, or complexity in the
tactical situation. The additional information is needed to increase the efficiency of
sonar in target detection, classification, and tracking, and in fire-control-data acquisition.

Inthe Graphic Indicator, signal and the attendant noise (or reverberation) are presented
simultaneously to the eye on a cathode-ray-tube screen, and the signal is perceptible as
order in disorder, the signai forming a sensible pattern in the random or contrasting
background, Thus the instrument exploits the fact that the eye, as a detecting and analyzing
sense organ, uses pattern and pattern motion as the most important aspects of “signal.”

Formation of the Picture

The display on the Graphic Indicator screen is rectangular, Y- and X-~axis sweeps
being provided with independently controllable rates, and is basically a ploi of phase
versus time or range. The incoming signal and noise (or reverberation), a complex wave,
triggers a pulse generator in such a manner that spikes are produced at the positive

* A discussion of some of the fundamentals of visual presentation is included in the Appendix,
t This instrument in the course of its deveiopment ha- been given different names. The
first six units constructed for technical and operational evaluation were called GI's, or
Graphic Indicators, or, still more formally, Sonar Graphic Indicators by the parent group

at the Naval Research Laboratory. These are the names used in this report. An additional
twelve units consiructed by the Laboratory for the Bureau of Ships under Project No.

NE 050950 were called Range Rate Indicators by the Bureau and assigned the “AN®
nomenclature, Sonar Receiver R-404(XB-1)/UQ.
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2 INTRODUGTION SECRET

wave crests. These spikes are converted o short rectangular pulses without disturbing

the spacing in time and are then applied to the Z or intensity axis of the cathode-ray tube,
ralsing the intensity of the spot to the writing point each time a pulse occurs. If the Y sweep
is properly timed, the spots in the picture originating in wave cresis from a sine-wave signal
appear as a line or set of parallel sloping lines because of inherent periodicity in fixed
relation to that of the Y-axis sweep. Spots originating in wave crests from noise are
randomly distributed. Spois originating in wave crests from reverberation, having inherent
but unevenly sustained periodicity, appear as line segments producing sensible striations

in the picture background.

Information Supplied

Fundamentally a cycle-to-cycle phase comparator, the Graphic Indicator 15 made by
calibration and adjustment of the sweeps into a quantitative meter of the frequency
difference between the signal and the refereace oscillator which controls the Y-axis sweep.
The meter is particularly sensitive If this frequency difference is small, and its indication
is readily used in fast adjustment of the difference to zero or to frequency match.

1he intelligence which the Graphic Indicator supplies includes then, not only the fact
of signal presence, but also the information contained in the frequency difference between
signal and reference, or, through the common reference, between the several parts of
“signal.” These may within a single frame or range interval (that is, within a single
X-axis sweep) include the returns from static wake, dynamic wake, and huli, respectively,
of a moving submarine target. It is these frequency differences, due to differing doppler
shifts, which give the target signature recognizable and identifying character as an aggre-
gate pattern in the Graphic Indicator presentation. Specific doppler shifts, if selectively
measured with the instrument, supply range rate and the components thereof contributed
by own ship and target.

Applications

In extensive field tests the Graphic Indicator has proved to be a valuable aid in the
field of undersea warfare (both pro- and antisubmarine), in navigation, and in oceanography.

Undersea Warfare - Prosubmarine. - The Graphic Indicator, in conjunction with
standard vltrasonic sonar listening equipment, may be used passively by a submarine:
(1) tc determine accurately from ping to ping the change of range rate between the sub-
marine and an opposing echo-ranging vessel, the determination being possible at safe
ranges (far beyond the detection range enjoyed by the opposing vessel) and disclosing
promptly a change of course or speed; (2) to determine quickly, by means of plots of the
relative range-rate and bearing, the maneuvers of an echo-ranging vessel with respect te
changes of course and/or speed, these disclosing the plan of search or intention to attack;
and (3) to determine by the character of the displayed pattern the type of echo-ranging equip-
ment used (searchlight or scanning), and also, at close range, the instant of contact loss
by the attacking echo-ranging vessel.

The Graphic Indicatur with simple recording and gating devices may be used in con-
junctizn with a standard active sonar by a submarine to deiermine in a single ping the
range-rate and the range to the hull of a target and, to validate the bearing accuracy.

It has also been demonstrated with the Graphic Indicator that each echo-ranging ship
puts out a pulse having reproducible phase characteristics which identify the pulse from

SECRET
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SECRET INTRODUCTION 3

other ships® signals. This “signature” provides a means of identifying each of several
echo-ranging ships and permits the submarine to follow their maneuvers individually.

Undersea Warfare - Antisubmarine. - The Graphic Indicator in conjunction with 2
standard active sonar is a means: (1) for target classification, since, by the character
of the display and the indication of target motion or lack of motior, it enables the hul,
of 2 submarine to be classified or separated from the thrust area immediately ait of thz
screws, from the stabilized wake in the medium, or from a “knuckle” produced by the
submarine; (2) for differentiating betweena submarine’s hull, a reef, reverberations, or
a school of fish; (3) for accurate measurement of the range rate of a target in a single
ping and for measurement of a change of range rate from ping to ping, a change of target
course or speed being thus instantly indicated; (4) for improvement in target bearing
accuracy and range accuracy if a range gate is used in conjunction with the instrumsant;
and (5) for tracking a target while own ship is towing FXR gear, the noise of which jams
most conventional visual displays of signal.

Navigation, «~ The Graphic Indicator in conjunction with a standard active sonar is a
means: (1) of measuring a ship’s speed over the bottom and through the water with an
order of accuracy of +0.1 knot; (2) of rapdily measuring a ship’s set and drift due to
wind, slippage, and unsymmetrical drag through the water; (3) of determining set and
drift of local ocean current, with the spme order of accuracy as ship’s speed; and {4) for
calibrating a ship’s pit-log accurately and quickly in any waters where the pit-log accuracy
is not affected by the depth of the water.

Oceanography. - In the field of oceanography, the Graphic Indicator shows promise
of being a valuable tool to provide a simple and rapid means of measuring the magnitude
and direction of ocean currents, and for use in studies of phenomena associated with
propagation of sound energy through the medium.

Current Work on the Problem

Results experienced witk the Graphic Indicator have proved the validity of its principles
and techniques. These results now form a foundation for extended and intensive research.
The deveicpment of new components which, it is belleved, will improve the effectiveness
of the instrument in its applications to pro- and antisubmarine warfare with emphasis on
both target classification and fire-control-data acquisition is being undertaken. These
developments are progressing as rapidly as is possible with the limited number of
personnel presently available for this project.

Future Plang

Future plans include additional research on graphic sonar signalling and development
of equipiueil applicable to problems in the detection and location of distant ships and sub~
marines in both active and passive low-frequency systems. The applicability of the oquip-
ment, or of the techniques developed, for mine detection will be investigated,

Althou ;h the Graphic Indicator has thus far been lrited in its application to the sonar
field, it is believed that the basic principles and techniques which it illustrates may be
applicable to problems in other fields,

SECRET
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THEORY

The Graphic Indicator incorporates a number of features which distinguish it from
other sonar systems, First, the signal information is presented and compared from cycle
to cycle rather than from pulse to pulse, as in conventional sonar systems. Second, the
system differs basically in that the nature of the information presented is dependent pri-
marily on the time-history of the signal rather than on its amplitude characteristics, In
other contemporary systems, the signal amplitude or energy is treated as the primary
parameter, the time or phase character as a secondary one. Finally, the visual presenta-
tion used permits perception of very sniall and transient variations with time in signal
phase or irequency, and thus enables an operator to gain information which cannot be
obtained by the other methods.*

Theory of Preseniation

The simplest form of the system is that illustrated in the block diagram of Figure 1.
A sound wave of frequency, Fg, is imposed on the transducer, with the resulting output of
the transducer a voltage of frequency, Fg, (Figure 2a). This voltage is amplified by a
bandpass amplifier so that the amplitude is increased while the frequency remains
unchanged. The output of the band-pass amplifier is applied to a pulseT generator which
forms pulses of equal amplitude and of the same polarity at the positive crests of the
alternating voltage (Figure 2b). The intelligence in the sound wave is thus converted into
a train of pulses significantly spaced in time, and the spacing between pulses is the period
of the signal wave. The pulces are operated on by a pulse lengthener which expands them
individually to the length desired without affecting the time-spacing or repetition frequency
of the pulses (Figure 2¢). The expanded pulses are applied to the 2 or intensity axis of a
cathode-ray oscilloscope, so that the intensity of the spot on the scope screen is raised to
the level of visual perception each time a pulse occurs (Figure 2d).

Application of linear sweeps of appropriate freguencies to the X- and Y-axes of the
oscilloscope, then, results in the combination of individual spots appearing as a continu~
ous line or lines {Figure 3), If the frequency applied to the Y-axis, which may be desig-
nated the reference frequency, F;, is the same as the incoming signal frequency, a hori-
zontal line appears on the cathode-ray screen (Figure 3). Under this condition, a zerorate
of change of phase exists, or a zero frequency difference, between the reference frequency
and the incoming sinusoidal signal frequency,

Since the spot deflections in the ¥ or vertical direction are against a linear phase scale
* extending from 0" to 360°, referred t0 Fy, tlie position of the line on the sereen romalne eon-
stant if the phase difference between the incoroing signal and the reference signal is corstant,
If AF (which is equal to Fy - Fg) is less than or greater than 0, ti:2 line assumes a slope

* A separate report, now being prepared at NRL, will include a detailed mathematical
analysis of some of the theoretical aspects of the Sonar Graphic Indicator and iis use
in detecting signals in the presence of reverberations and background noise.

{Pulse: A variation of a quantity (voltage) whose value is normally constant; this variation
is characterized by a rise and decay, and has a finite deviation (1).
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SECRET THEORY 5

whose difference from zero depends on the extent of the frequency difference, For example,
if the frequency of an incoming signal 1s one cycle per second greater than the reference
frequency, the phase will advance 360° during a one-second interval, or at the rate of one
cycle per uecond over the reference signal, With an X-axis sweep of one cycle per second
and a square raster, a line will be produced making a negative angle of 45° with ths X-axis,
as shown in Figure 4a. Idkewise, when the incoming sigunal frequeiicy is one cyele per sec-
ond less than the reference frequency, the line will make a positive angle of 45° with the
X-axis as shown in Figure 4b.

fg EEINN TR

B I

AN BaKD - PSS | UV PULSE w | PULSE
ANPLIFIER GENERATOR LENGTHENER 1- AXIS.

{BRIGHTNESS)
TRANSDUCER

— 380°
0® PHASE

e

ada e Y-AXIS

REFERENCE | | LINEAR TINE | (VERTICAL) G SCREEN
OSCILLATOR || BASE_GENERATOR

al
-

X- AXIS
et {HORIZONTAL)

[ LINEAR TINE |
BASE GENERATOR

Fx

Figure 1 - Sonar Graphic indicator — simplified
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(c) QUTPUT OF PULSE EXPANDER

(d) POSITION OF SPOT RELATIVE TQ Y- AXIS SWEEP (EXPANDED)

Figure 2 - Graphic Indicator wave forms



6 THEORY SECRET

r———
(e} F3 -icps GREATER (b) Fy~lcps LESS
L ] TRAX Fr. Fx» lops TRAN Fp. Fy= | CPS
Figure 3 - Composition of Figure 4 -~ Frequency
presentation ¥, = F,, indication

As AT increases beyond one cycle per second, the rate of phase change becomes
greater than 360° per second and, for a one-second horizontal sweep, additional sloping
lines in a parallel set appear in the Square raster. The angles from the horizontal which
are characteristic of this set fu> several values of AF are shown in the following
tabulation:

AF Approximate
{cps) Angle ¢ (degrees)
1 45
2 63
3 71
10 84

The slope or tangent of the angle ¢ is directly proportional to the frequency difference, AF,

AS the slope increases, the number of lines increases, and the spacing between the
lines decreases until the eye is unable to resolve an individual line, as illustrated in Fig-
ure 5. TFrem the standpoint of an observer, this can be considered the edge of the visual
bandwidth, As A F increases above or below a center frequency (I 5 = Fy), a definite
frequency range from which intelligence can be perceived is traversed. This is defined
as the visual bandwidth; any information not resolved by the cbserver is outside of the
visual bandwlidth,

/ |
\ |
A L) i
AF4Approx)~-40 AF=-5 AF=—2 AF=—] AF=0 AF=+! AF=+2 aF=+5  AF:{Approx)+40

S R R I R

~AF «—— Fo ——» 1aF
Fx=lcps

Figure 5 - Presentation over a frequency range

If the angle measured from the horizontal is designated as ¢, the frequency difference
as AF, and the horizontal sweep frequency as Fy, then

AF = Fp - Fg
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and $ = tan-* AF,

Fx

Thus the slope of the line, in a square raster, is directly proportional to the frequency
differance, AF, and inversely proportional to the horizontal sweep fregiency, Fy. Hence,
if the slope is adjusted to zevo by varying Fy, Fyp is matched to Fg. Thus Fg is measured,
Similarly,change in Fg may be matched by change in Fyp, and thus measured, Since the
slope is inversely proportional to the horizontal sweep irequency, the horizontal sweep
frequency may be varied and used to control both the visual bandwidth and the sensitivity
in frequency match or measurement. The sweep control provided allows for adequate
selection for any practical doppler shift.

With respect to the appearance on the sereen, an r-f pulse* signal input differs from
a c-w input only in the length of tixe signaltrace; otherwise the conditions are precisely
the same as for a c-w signal input. The slope of the signal line remains the same, but
the length of the line segment varies with the r-f pulse length, This length can be controlled
by the horizontal sweep, For ¢ <ample, in Figures 6a and b, if a signal of 0.2 second dura-
tion is applied with the horizontal sweep at one cycle per second, the signal line will extend,
in projection on the X-axis, through approximately 0.2 of the horizontal width of the raster,
I a change in the frequency of the received signal occurs, for given r-f puise length, changes
result in the length and slope of the signal line or lines in the pattern observed, The change
of pattern is utilized by the eye in sensing the frequency change in the acoustic signal. Motion
is introduced in the display by angular rotation of the signal line.

The pulse expander, which gives control over the

duration of the pulses applied to the Z or intensity
axis of ‘the scope allows for the choosing of an opti-
rmum length of pulse to brighten the spot used to develop (] 7

the signal trace or line on the cathode-ray screen -
ecause the brightness of an L.idividual dot is a function

of the acceleration voltage on the tube and of the length

of time the voltage is applied. When the pulses are " -

lengthened in time, the individual dot on the screcn is @ MOHIONIAL SHEER LopE (b} BN O teTH 200 sec

elongated from a dot to a line, and the signal line, AF=0 AF=2cps
composed of many elongated dots, is broadened in the

vertical direction, The width of the composite signal Figure 6 - Effect of expanded
lineis also a function of the frequency diffexence, A F, pulse on a signal

When AF is small, the presentation appearsasa broad

line (Figure 7a); as AF increases, the line assumes a

slope, and 1s narrowed by the method of plotting on the screen (Figure 7b). In some cases,
when the pattern is composed of a set of parallel lines at a large slope, the ability to achieve
instantaneous detection of the pattern is enhanced by the use of expanded pulses, thus increas-
ing the width and the effective brightness of the signal traces.

Phase Character
The lines (or traces) in the signal pattern may deviate from the clear sharp line ox

lines characteristic of a strong signal of fixed frequency and constant cycle-to-cycle period.
Such deviations are caused by variations of phase or period within the signal’s duration, or

*“Radio-frequency pulse: a radio-frequency carrier modulated by a pulse. . ... " (1),
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by apparent variations due to distortion by neise of the signal phase or periodicity
(Figure 8).

— b

™
fa) BRIAD TRACE - LIACLED PORTION EXPANDED
af=0
(o) BRLAD ThAGE- GIRCLED PORTION EXPANDED
AF=2cps

Figure 7 - Composition of display with
expandead pulse

With signal in a high noise background, the
writing dots do not fall precisely at the signal
wave crests, and the signal trace is a broadened
—_—— AAANN line or band of randomly spaced dots, the disper-
sion tending to center on the line which would
have been developed had the nolse level been
lower relative to the signal,

(o) CONSTANT PRASE (b) SIERRL WITH
StcAL T on o If the signal is volume reverberation, or

bottom reverberation, changing variations of
Figure 8 - Phase presentation phase are real and appear in the signal traces
or pattern. In the case of volume reverberation,
line segments of moderately varying slopes are
developed. The breaks from one segment to the next tend to be sharp showing phase dis-
continuities. Despite the breaks and the varying slopes of the signal line segments, a
characteristic or mean slope is well enough defined for measurement of the reverberation

frequency.

‘Thus the phase character in the signal presentation has meaning and enables the
irained observer to differentiate between signals, Between volume and bottom reverbera-
tions,qualitative diff-rences in the phase character are less pronounced than the quantita-
tive. In bottom reverheration there is less phase variation and it is contained within

narrower limits,
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Bandpass Amplifier and Pulse Generator

In processing the signal for the generation of the indexing pulses at the sfznal voltage
crests, the bandpass amplifier serves three purposes: first, to provide sufficient gain;*
second, to provide adequate bandwidth to accommodate signal phase variations in a 3-ke
band with negligible phase distortion;and, third, to provide automatically a signal, undis--
torted except for compression, to the base clipper in the pulse generator, satisfying its
limited dynamic range even though the input signal varies in level over ar 80-db range.
By the fast automatic gain control {AGC) action, variations of the signal amplitude with
time are compressed or reduced. '

In the pulse generator the first component is a base clipper, which selects a threshold
(e in Figure 9a) very near the positive crest of each cycle of the sine wave, and isolates the
peak as indicated in Figure 9b. The threshold level (e} is determined by the peak amplitude
(E) of the incoming signal, by grid rectification, and is set within a period of time equal to
a few cycles of the signal. The threshold level (e) is effectively an adjustment of the bias
in such a way thata vacuum tube will conduct only when the instantaneous signal voltage
rises above this bias, The clipped crest of each cycle of the sine wave (Figure 9b) is
amplified as shown in Figure 9c. After amplification, the pulses ~re differentiated, and a
wave form is obtained as shown in Fignre 9d. The lower half of the wave is discarded to

give the wave form illustrated in Figure Ye,

Figure 9 - Wave forms in
signal channel

I {a)

* At the lower end of the dynamic range the gain is sufficient to give a clearly defined
scope presentation for an input signal of 0.5 microvelt.

ITY INFORMATION
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Tests have shown that the pulse from the pulse generator shifts less than 2 degrees
in phase when an 80-db amplitude variation is imposed on the input signal, Theoretically,
the pulse is rot generated from the zero slope of the crest, but, for practical applications,
it may be so considered over reasonable dynamic ranges, Research is pres- atly being
conducted to improve this feature of the pulse generator,

Doppler Shift and Range Rate Measurement

The Graphic Indicator is used to measure the frequency shift, produced by the doppler
effect, resulting from motion of the sound source, receiver, or reflector. The effective
motions are the respective velocity componenis along the sound ray path and consequently
the respective components of range rate, For this reason the Graphic Indicator has been
called a Range Rate Indicator,

With 2 fixed source and a moving receiver, the frequency change or doppler shift is
directly proportional to the velocity of the receiver. With a moving source and a fixed
receiver, it is a less simple function of the velocity of the source, but, since the veloci-
ties of practical interest - that is, ship’s motion through the medium — are small com-
pared to the propagation velocity of sound in the medium, the two fvaciions are for most
practical purposes identical,

The controlling equations are:

Vo v
Observer in motionm: F = Fy, (1_!_-—6-.) or F-Fg=1F, _CO_ (1)
’
Source in motion: F=Fy 1 (2)
Vs
1+ —
C

General case, including motion of the medium and motion of both observer (receiver)
and source is;

C+VmtV
F=Fg o ®ZT0 (3)
C-I'Vm_ivS

where
F = received irequency
F, = transmiited frequency

Vo = velocity of observer

along the sound path between

Vg = velocity of source
8 y source and observer {veceiver)

Vm = velocity of medium J
C = phase velocity of sound in the medium

SECRET
"ORMATION




~b

SECRET THEORY 11

The positive sign is used for Vg, when Vo is toward the source; the negative sign is used
when Vg is away from the source. The positive sign is used for Vg when Vg is away from
the observer: the negative sign is used for Vg when Vg is in the directior of the observer.

In sonar aoplications the doppler shift of frequency is a result of the velocity com-
oonents along the sound path between the source and reflector or receiver, i.e., between
the echo-ranging vessel and the reflecting target or listening vessel, These velocity com-
ponents are given in each case by the product of forward speed and the cosinn of the
relative angle,

Three principal forms of the above equations are applied in using the Graphic Indicator
in echo ranging. In each case it is assumed that the velocity of the medium, Vi, is zero
since in practice the velocity measurements are made relative to the medium,

In the first or general case, for a ship echo ranging on a submarine target with both
the ship and reflector (target) in motion, the sum of the velocity components or range rate
is obtained. Assuming velocity component V4 for the echo-ranging vessel and Vg for the
target, toward each other, and a transmitted ¥requency Fq, one finds that the observed fre-
quencies for the various sieps are:

Observing F1, the frequency at a point on the transmit path in the medium,

F1=F°( - (4)

vy

\ Cc

A Y

Observing Fg, the frequency at the target or reflector,

v
2
1 ——

‘T (5)
Fa =Fp v
1 -4
C

Observing Fg, the frequency at a point on the return path in the medium,

v
14 —2 1
Foq=F (6
3=Fp v, v, )
1 - -
C C
Finally, observing Fgq, the frequency at the echo-ranging vessel,
AaTi\ pa T2
Vi i
e\ - =
N C
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Vi+Vg V1Vy

. C * C2 . (8)
Vi+Vyg V1Vy

1- C + TR

1+

F4=F0

If the last term in both the numerator and the denominator is discarded as insignificant,*

Equation {8) reduces to
C+(V )
= F, l}_*_(_l_’“_v_”{l ()

C -(Vy+Vy

or
Fy4 - F,
Vy+Vg=C ——— - Total Range Rate. (10)
F4 + FO

Equation (5) applies for a submarine passively receiving the signal from an echo-
ranging surface vessel. It may be written

Fo - F
Vi + Vg =c(_2§__£). (11
(o]

The second case is that of measuring own-zhip’s speed or measuring the velocity
toward a reflector at rest with respect to the medium. In this cage Vg =0,

(12)

or
?
Fy - %,

F;+Eo

The third case is the measurement of the velocity component of a moving target. In
practice, the reference frequency of the Graphic Indicator is initially set to the volume
reverherations, ¥4, and the received frequency from the target, F4, observed, I Equation

Remarsia vucilc

(9) and (12) are combined by eliminating F, and the squared term discarded as in Equation (8),

C + Vo\
N 2) (14)
C "v‘l‘.l
=7

F4=Fa

*The discarding of the squared term results in an error of only 0.01 knot st a range rate
of 70 knots -ith each vessel's velocity ccriponent equal to 35 knots,
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or
Fg - F
Vy=C .i__:i>. (15)
F4 + F4
Thus the general form of the equation applied in the Graphic Indicator is
/P ¢~ F
Vv=C _rf.___"in> . (16)
Fre+ Fri

In this equation, V represents the individual velocity component or the sum of the velocity
components to be measured as dictated by the initial (Fyi) and final (Fyrg) setting of Fy, the
reference osciliator frequency. Fyj is set to equal the transmitted-pulse frequency for
measuring range rate and ship’s speed and to equal the volume reverberation frequency
for measuring the velocity component of a reflecting target. Fpf is set to equal the fre-
quency of the doppler-shifted-signal under measurement,

In calibrating the range rate dial of the instrument, the doppler-shifted frequencies
are calculated from Equation (16) for a number of range rate points in the operating range
covered (0-35 knots, opening and closing, for echo ranging and 0-70 knots, opening and
closing, for listening to another ship’s sonar signal), In these calculations the Fyi used
is the operating frequency of the sonar equipment with which the instrument is to be
associated. These calculated frequencies are then introduced into the instrument from a
standard frequency source and a plot is made of the range rate versus angular position of
the dial (for horizontal signal line). From this plot a direct reading range rate dial is
engraved. This method of calibration includes corrections for small variations of the
electronic components in the system. For operation at other frequencies and sound veloci-
ties than those for which the instrument is calibrated, a set of co reotion curves is pro-
vided. Two range rate dials are incorporated in the instrument, one for echo ranging, and
the second for passive operation (listening).

In a review of inherent limitations in the preservation of phase and rates of change of
phase over a transmission path or paths in the sea, consideration must be given to the
thermal microstructure and other boundary conditions {(8) and how fluctuations in these affect
the ultimate accuracy obtainable in the utilization of Doppler’s principle as in the Graphic
Indicator method,

It is assumed in the calibration of the instrument that the effects of variations result-
ing from propagation phenomena in the medium are negligible and the velocity components
measured are attributed solely to the motion of the source, receoiver, or reflector. It is
recognized that the ultimate accuracy obtainable with the Graphic Indicator method in range
rate and ship speed measurements may be limited by variations in the medium along the
sound path or in the path itself,
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The dosign of the Graphic Indicator was governed primarily by three factors: time
limitations, Space requirements, and the need for as great a degree of simplicity as was
consistent. with the necessity of meeting performance specifications. The first factor,
time, was limited by problem demands to about 10 days, so that research and development
for design purposes were severely restricted. The result was that the equipment described
here represented something less than an optimum solution to the problem, Nevertheless,
it so fulfilled its function that sufficient operational data were obtained to serve as guides
to redesign and development for optimum performance, This development is under way
at present. The second factor, space, required the equipment to be as compact as pos-
sible to permit installation in the close quarters of submarines and sound compartments
without disturbing normal operation of the vessel, The third factor, simplicity,while meet-
Ing performance Specification, was affec'ed by the first and by the desire to maintain per-
formance reliability, and to provide facility for servicing and for the making of field
modifications,

The Graphic Indicator and the associated equipment necessary for its operation are
shown in Figure 10. The Indicator alone measures 12-1/4" x 16" x 17" and weighs 45
pounds, Power consumed by the equipment is 125 watts, All operational controls are on
the front panel of the Indicator, the plugs on the rear of the unit being for primary power
input, remote power supply, Own Doppler Compensator (ODC) (Figure 24), and signal input.

GRAPHIC POWER
INDICATOR SUPPLY

Figure 10 - Sonar Graphic Indicator equipment
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ELECTRONIC DESIGN

Individual components of the indicator, shown in the block diagram of Figure 11, have
been designed to perform respectively the functions set forth in the theory. Basically, the
indicator iz divided into three channels. The first consists of the bandpass amplifier with
automatic gain control (AGC), the base clipper, the pulse generator, and the pulse length-
ener. The sevond contains the reference oscillator, the vertical sweep generator, the asso-
ciated amplifiers, and blanking generator. The third consists of the horizontal sweep
generator and the horizontal amplifiers.*

AN
l ~nn Ll
~an | TUNED BAND PASS ACC ANE BASE PULSE PULSE
— AMPLIFIER m#sn Ls CLIPPER GEN. LENGTHENER

CHAMEL 1 | ] ! Ml

_________________________ TO GRID OF CAT

111
REFERENCE VERTICAL VERTIGAL BLANKING T0"r" PLATES
k _— i
PHINEL 2 0s¢. | SWEEP GEN. | 7|  SHEEP kP W [ormne  OF CRT
OF CRT.
NN

~1~11 _

HOR{ZONTAL HORIZONTAL J T0 "X" PLATES

CHANMEL 3| cwEep gEN. SWEEP ANP. OF CRT.
l >
RO

Figure 11 -~ Sonar Graphic Indicator

Channel 1

Bandpass Amplifier - The bandpass amplifier is illustrated in the schematic diagram
of Figure 12, It consists of an input transformer affording a balanced or unbalanced input
at 600 ohms impedance and two tunable stager (V301 and V302) covering the frequency
range from 20 to 30 ke. The over-all bandwidth is 3 ke between the 3-db points, The guin
and noise figure are such that a cw signal of 0.5 microvolt may be resolved on the cathode-
ray-tube indicator,

* At this point the reader may benefit by skipping to page 35 and returning later for the
details of the electronic design.
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AGC Amplifier and Filter - The AGC amplifier (Figure 12) is a 6ATS triode, dual-
diode tube (V303), The triode section is used to amplify the output of the bandpass ampli-
fier. The triode output is then rectified by the diodes, and the rectified output, after being
filtered, is applied as a gain-control voltage to the grids of the amplifier stages. An AGC
delay bias is developed and is applied to the common cathode of the maultisection tube, thus
setting the input level at which AGC action begins. A manual gain control is also provided,

Automatic Threshold or Base Clipper - The base clipper (Figure 13) selects a portion
of a positive going signal near the crest of the wave, the portion selected being amplified
and ditferentiated in order to form a sharp trigger for the pulse generator in V305B. The
circuit shown in Figure 14 fulfills the function of the base clipper. Tube V304, a 6AU6
broadband amplifier, raises the signal level for use in the base clipper. The first half
of the 12AU7 (V305A) is operated at low plate voltage and no fixed bias, the grid bias being
set by the value of the signal or of the signal plus noise. A positive going impulse greacer
than the average grid bias is amplified in (V3055) and differentiated to form a trigger for
the blocking oscillator.

The time constants in the grid of the base clipper are important in that they determine
tire nearness of clipping to the crest of a signal, This is shown in the following discussion
of base clipper operation,

The triode grid circuit shown in Figure 14 is a modification of a grid ieak detector and
operates in a manner similar to an automatic switch; that is, during an impulse of positive
excursion, the grid of the iricde is driven positive, This causes condenser C32Z% to charge
because of grid current through the low-impedance path, Rg. The condenser becomes so
negatively charged that the grid of the triode remains at “cut-off” at the removal of the
charging pulse. The ®cut-off” voltage effectivcly opens the low-impedance grid-charging
circuit and substitutes in its place resistor R322 of much higher impedance than that effec-
tive during the charging interval. This resistor then becomes the dizcharge path for con-
denser C322.

In the following discussion the symbols shown below will be used:
R = grid resistance when grid is driven positive
R =grid resistor governing discharge time of C
C = charging capacitor
T, = charging time ¥
T, =discharge time
Tg = time between charging pulses
ep = peak amplitude of signal or noise, or signal plus noise
e, = charged voltage of capacitor C

Since Rg is very much less than R, R may be neglected with respect to the charging time
and T, becomes RgC.

In the case of a positive grid, R is small, approaching 1000 ohms for a type 12AU7
iriode., The charging time constant is therefore short, approaching 10 ysee, or less than
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322 V3054 1,2 cycle at signal frequencies, This means con-
.,_._H . - - denser C will charge, because of grid current, to
I M_, a voltage very near the peak value of the signal
‘L; voltage in a few signal cycles, if the discharge time,
R322§ *~Ra T, , is made much larger than the period between
s % charging pulses, Tg.

‘ L= -1
1 T, is in the order of ten times Tg, €, will
reach a value within a few percent. of peak signal,
i e.. This means only the crests of the signal wave
= wrlln be passed by the base clipper.
Figure 14 - Grid circuit of
automatic threshold The larger T, is, the closer g approaches e,
1t has been found, however, that if T, is made too
large, strong water-noise pulses cause grid blocking. This results in a loss of signal
crests of lesser amplitude occurring during the time the grid is cut off, i.e,, before €,
decays to the level °f the weak signal. This condition is quite apparent in harbors ant.
shallow water and is less prevalent in open water. If this gr'd blocking action is to be
avoided, T; should be made small enough so that the grid can recover in a fraction of the
transmitted pulse length, i.2., in two to three milliseconds.

With a time constant of this order of magnitude, the decay rate of e, will be insuffi-
clent to adjust e, to clip ail the successive wave erests, following each other with a perio-
dicity near that of the signal, unless downward variations in crest height from one to the
next never exceed the decay rate (Tg product). In practice they do, and the result is the
nonpassage of wave crests resulting in absences of dots in the presentation on the screen.,
If such absences are periodic, perceptible patterns of darkness may be formed and have
interpretable meaning. Thus, with weak signal added to noise, the absences — at least

in greater numbers — OCCUr when the signal excursions are in the negative direction.
Such excursions are periodic, and the formation of 2 pattern of darkness may be the first
perceptible indication of signal presence. Similarly, a weak signal in the presence of a
stronger unwanted signal (especially when the two signals are close in frequency) may be
perceived as a pattern of darkness formed by periodic absences due to the rapid fail~off
in the envelope of the combined signals near the cusps, where the two are out of phase.

For this reason, T, should be made variable from 9 milliseconds for conditions of
high-noise level and short transmitted pulses (25 ms) to 0.1 second for low-noise levels
and long transmitted pulses. No optimum value for T, can be fixed, for such a setting
depends on a large number of operating factors suck as noise conditions, pulse length,

sea conditions, etc, It is necessary, therefore, for the operator of this instrument to deter-
mine T, empirically, for any given set of operational conditions, by observing the cathode-
ray-tube presentation and adjusting T, for optimum performance.

pulse Generator - The wave creste passed hy the pase-clipper trigger a plocking
oscillator (V306 in Figure 15) and the shape of the bincking-oscillator puise depends largely
upon the character of this initiating trigger. Usually the gain around the feedback loop

in the blocking oscillator is not very large before heavy grid current is drawn. The gain

is low because of the low impedance of the transformer, Rise in potential follows a posi-
tive exponential curve until limiting takes place. In crder to achieve a fast rise time,
“parallel” triggering is used in the blocking oscillator,

When paraiiel iriggering is employed, the ideal constant-current generator may be
approximated even by a triode. For example, a 12AUY7 has a minimum Rp of ahout 7000
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ohms in the neighborhood of zero bias - a large value in comparison with the impedance
of the blocking-oscillator tube and transformer. The effective Ry, is made evengreater by
cathode degeneration, Since sharp negative triggers are more easily obtained in the plate
circuit of a triggering tube, it is common practice to apply a negative trigger tu the plate
of the blocking oscillator. Because of phase inversion in the pulse transformer, however,
this trigger appears as a positive pulse in the grid. If the trigger is of long duration, it
will be partially “differentiated,” since the transformer will not pass the low-frequency
components. In short, this method of triggering introduces minimum interference with the
blocking oscillator, practically eliminates reaction on the trigger source, reduces the time
delay between the trigger and the blocking-oscillator pulse, and permits convenient con-
trol of the amplitude of the trigger by proper choice of circuit constants.

The Flocking oscillator (Figure 15) is biased to cut off by virtue of the positive bias
applied t, the cathode, A positive pulse output is obtained across the unbypassed 100-ohm
resistor (R349) in the cathode circuit, With the transformer T301 (132AW) and time con-
stants used, the output pulse is 0.25 usec.

Pulse Lenzthener - The output of the blocking oscillator is used to initiate the “gne-shot”
multivibrator, V307 (Figure 15), which affords a variable-length pulse (0.5 psec to half
the repetition period) for driving the grid of the cathode-ray tube.

The circuit is a “one-shot” multivibrator because, in the absence cf trigger pulses,
the second half of the 12AUT triode, V307B, having the positive grid return, conducts and
raises the potential on both cathodes. The grid voltage of V307A is adjusted to a fairly
low value by the choice of the resistor-divider network, Since the cathode is positive with
respect to this grid bias, V307A is cut off,

The first section of V307A is driven into conduction by a short, positive pulse from
the blocking oscillator on the grid, Thereupon, a switching process occurs, Current in
V307A causes the plate-to-ground voliage to drop. Because of the 500-puf coupling
capacitor, the grid-to-ground voltage drops e 'ally; and since V307B is connected as a
cathode~follower, the cathode voltage likewise uecreases, The result is an increase in
grid-to-cathode voltage for V3074, an increase in current in V307A, and a decrease in
V307B. The regenerative action thus causes the circuit to “flip.”

It might at first appear that a current increase in V307A would offset the current
decrease in V3078, and that there would, therefore, be no change in cathode voltage, and
no switching process. With, however, constant grid voltage for V307A, and with decreas-
ing grid voltage for V307B, the total current through the cathode-resistor must decrease,
and therefore the voltage-drop across the cathode-resistor decreases. The current changes
in V307A cause cathode-follower V307B to operate into a very low load resistance. There-
fore, the changes in grid voltage of V307B are much greater than changes in the cathode
voltage, Orce cut off, V307B remains cut off, while the 500-p pf coupling capacitor dis-
charges untit the cut-off point is reached and plate current begins to flow. The current
in V307E raiscs the cathode voltage enough to cut off V307A, and the high plate voltage of
V307A helps to turn on V307B, This causes the circuit to “flop® back to its quiescent
condition,

If the grid bias on V307A is varied, the voltage, and hence the time at which V307A
begins to cut off, may be varied. The multivibrator pulse is made shorter by decreasing
the voltage ai the grid of V307A, and longer by raising it. The small series-peaking
inductance, L303, in the output of the pulse lengthener is used to resonate cable and other
stray capacity. This process is commonly followed in video amplifiers to maintain a “fast®
rise time in the pulse.
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Channel 2

Reference Oscillator - The oscillator used to control the vertical sweep frequency is
shown in Figure 16. It is tunable over a range of 18 to 32 ke » all tuning being accomplished
by adjusting a series of resistor networks. Resistors R105 and R111 provide a coarse-
tuning control by mears of a 10-turn helipot. The combiaation of resistors R106 and R112
provides a fine~tunlig ¢uairol, here referred to as the “tracking® control since it iz this
resistor combination which is varied by the operator in accordance with the presentation
on the cathode-ray-tube indicator. Resistors R107 and R113, contained in the ODC, are
varied in accordance with own-ship speed and projector bearing. Resistors R107 and R113
may be replaced by fixed resistors when QDC operation is not desired. By means of a
front-panel push button, resisters R108, R109, R114, and R115 may be switched in or out,
if the operator desires to check the zero reference of the coarse tuning,

In the reference oscillator, the frequency is determined by a resistance-capacity net-
work that provides regenerative coupling between the output and input of a feedback ampli-
fier. For proper results, the amplifier, V101A, assoclated with the recistance-capacity
networks must have negligible phase shift. The phase shift has been made negligible by
the elimination of h--pass condensers and by designing the amplifier for wideband response,

Consider the in. adance nutwork shown in Figure 17. Since

4y Zq

Eg = Ep 2 7 ?
21 +32125+2y

(1)

the transfer function,

Zy Z
T = 1 2 2— = 1 . (2)
2
2y +321 23+ 2 Zy +3 +__Zz
Zg Zy
2
Then letting —> = k,
Zy
1
T = — T 3)
k+34+=

k

Since Zj and Zg have phase angles differing by 90 degrees y» k is always imaginary.
Therefore the first and third terms in the denominator of Equation (3) are imaginary, In
order for T (0 have a phase angle of zero degrees, the sum of the imaginary terms must
vanish. This is required by one condition for osciilation in a cathode-coupled p8 circuit.
That is,

1
Ky +==0
(1 + % (4)
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1
T ;
‘ | Here ky is the value of k at the oscillation fre-

E, Eo quency f1 and Equation (4) is the frequency-
determining equation.
L, 7 -
L 1
— k) = — = jl. (®)
Zg

Figure 17 - Relerence oscillator
impedance network

IZy=R and Zg =j—;—é- » Equation (6) becomes

R
7y =il or 2MRC =1
jwC

and f=_1 (7)
2 7RC

The oscillator frequency is therefore an inverse function of either R or C. In the
oscillator in question, tuning was accomplished by varying R, Because the frequency
change required to match (or mneasure) a doppler frequéncy shift is a2 small fraction of
the initial reference frequency, AR/R is small, and the departure from linearity in the
range rate calibration on the dial of this oscillator is therefore negligible,

If T; is the value of T at the frequency oi oscillation, Ty = 1/3, Inthe generalized,
simple feedback oscillator (Figure 18), the required condition for sustained oscillation is
that Ag 2 1. Inthe simple, one-tube oscillator used here, the transfer function is essen=
tialiy f#, that is, Ty=8 = 1/3. In order to satisfy the oscillation requirement, ATy =1,
and A = 3, Since the gain is a function of signal amplitude, the amplitude of oscillation
will be stabilized at the value which makes the gain A > 3, Therefore, if the 1B network
has a gain 2> 3, oscillation will be sustained.

The circuit shown in Figure 19 is used to amplify
NETWORK. the output of the reference oseillator and to generate
square waves which are differentiated in the grid cir-
cuit of the blocking oscillator to form a trigger for
initiating the vertical sweep circuit. Tube V102 is a
type 6C4 triode. Used as the amplifier, it provides

—T‘_A:L';'ER P~ ample signal for driving the square -wave generator,
! A N The square-wave generator (V103) is a type 6BN6
e gated-beam tube, whose characteristics make it an
Figure | - ¥. ~dback excellent squaring device and one capable of producing

oscilluior . we-k a square wave of steep edge, regardless of frequency
and amplitude variations.

Yer 1 Jueup Generator ~ The circuit diagram of Figure 20 shows the method
employe. o generate a fzst, linear sawtooth of high amp'itude for scope deflection. By
use of positive feedback, a constant potential is maintained across the resistor, R129,
through which the condensers €120 + C113 charge. This condition is achieved by the
unity-gain cathode-follower amplifier, V105B, which takes its input signal from the con-
denser end of the resistor and impresses its output signal at the supply end of the resistor,
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If the cathode-follower has a gain, g, an infinite input impedance, and a zero output imped-
ance, the charging current, i, has the form
t
-Re (1 - gﬂ
e[;C . (8)

1=I(,‘=,~-[1i*1‘—_‘;gﬂ

<E
R
The cathode-follower grid voltage is
=t
re (L -8 .
e = — E -eRC : ©)
1-g
By expansion,
eomt t-l-B F Q-0 (10)
RC RC 2! (RC)® 3l J

Ii g = 1, the current will be constant, and ec will be a linear function of time, The effect
of the positive feedback is the same as that which would be achieved by charging a con-
denser through a resistor 1/(1 - g) times as large as R from a supply voltage 1/{1 - g)
times as large as the actual supply voltage (5),

X, at the beginning of the charging interval (see circuit ir Figure 20) , o current is
flowing inte feedback capacitor C112 or through R128, the initial current into Cii3 4+
C120 is the supply voltage divided by R128 + R129, If the cathode-follower has a unity gain,
and if condenser C112 does not discharge appreciably during a sweep interval, initial cur-
rent will be maintained. Condenser C112 will not discharge appreciably since C112>>
C113 + C120 and since the time constants, R128 with C112, and R129 with C112, are large
compared to a single sweep.

Discharge of C113 4+ C120 is through tube V105A when the blocking oscillator is trig-
gered from the differentiated reference square wave, Tube V105A, normally cut off owing
to negative grid voltage developed by grid current flowing during the blocking-oscillator,
V104, discharge pulse, is driven into heavy conduction by the positive pulse from the block-
ing oscillator during the discharge time, The sawtooth amplitude developed by this circuit
is approximately 150 volts peak to peak (adjustable by increasing or decreasing C'113) and
has a retrace time of about 4 microseconds, The sawtooth output is taken across the
cathode-follower and applied through a coupling condenser to one plate of the cathode-ray

tube,
Vertical Sweep Amplifier ~ Tube V1068A is an amplifier which inverts the cathode-

follower "sawtooth, Its output drives the other vertical deflection plate of the caihode-ray

tube through a4 coupling condenser to provide push-pull deflection,

Blanking Amplifier -~ Tube V106B is the blanking amplifier. It receives a positive
pulse from the hlocking oscillator during the retrace time. This pulse rings the tuned cir-

cult in the cathode of the amplifier, the negative cycle of the ring being damped out by
caihode-follower action, The large positive pulse thus produced across this tuned circuit
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is applied during the retrace tinie of the sawtootk to the cathode of the cathcde-ray tube.
If the choice of circuit components is varied, the tuned circuit may produce a variable-
width blanking pulse to assure adequate blanking during the entire retrace time,

Channel 3

Horizontal Sweep Circuit - The circuit diagram of the horizontal-sweep oscillator
and cathode-iollower outpuis is shown in Figure 21. The oscillator and sawtooth generator,
V201, is a conventional thyratron-type 2D21 tube, A small portion of the available charg-
ing potential is sufficient to generate a substantially linear sawtooth., The sawtooth fre-
quen.y is controlled by the charging resistor and condenser, and the frequency has been
made adjustable (in four steps: 4, 8, 18, and 50 cps) by switches in individual resistor and
condenser combinations,

The cathode-follower, V202, is used to permit the sawtooth oscillator to operate into
a high impedance, and its output is fed to a dc-coupled amplifier, A potentiometer control,
R212, in the cathode of the cathode follower permits adjustment of horizontal size,

Horizontal Sweep Amplifier -~ Tube V203 is a 8J6 used as a dc-coupled amplifier to
provide push-puil deflection to the horizontal plates of the cathode-ray tube. Tou obtain
sufficient sweep voltage, large load resistors are used, and the plate supply is obtained
from the 1500-volt accelerating potential for the cathode-ray tube.

Cathode-Ray-Tube Circuits (Figure 22)

Tube V501 is a type 3TJP7 cathode-ray tube, a type with a biue fluorescence, a greenish-
yellow phosphorescence, and long persistence. The necessary operating potentials are
obtained from a resistance voltage-divider network, The intensity of the beam is adjusted
by potentiometer R507 so that the negative potential on the grid may be controlled with
respect to the cathode. Focusing is accomplished by adjusting potentiometer R505 to pro-
vide the correct potential for the first anode,

The horizontal deflection plates are direct-coupled to the plates of the horizontal ampli-
fier, and are at an average potential of 600 volts. In order to avoid astigmatism, the vertical
deflection plaies are biased to approximately the same potential. They are condenser-
coupled, and the bias voltage is obtained from a resistance voltage-divider network from
the intensifier voltage supply.

The cathode is operated at a high negative poteniial of approximately -1400 volis, With
600 volts applied to the second anode, the second anode-to-cathode potential becomes 2000
volts. But since the intensifier of the cathode-ray tube operates at 1600 volts, the total
over-all accelerating potential is 3000 volts, Signals are applied to the grid and cathode
for intensification and blanking, )

Power Supply

The complete and separate power supply (Figure 23) for the Graphic Indicator is made
up of two sections: 1) A low-voltage, regulated, positive supply which provides power for
operating the three channels, and 2) a high-vollage, positive and negatlve supply which pro-
vides potentials for operating the cathode-ray tube. A single transformer supplies both
low- and high-voltage power supplies.
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Figure 22 - Cathode-ray-tube circuits
The Low-Voliage, Regulated Supply - The low-voliage power supply consisis of V401,

a 5V4G full-wave rec:ifier. Its output is filtered by a capacitor input filter consisting of
the 10-uf condenser C401A, the 10~H choke (401, and the 10-uf condenser C401B, which
supplies a series-type electronic regulator similar in design to those used in commercial
regulated power supplies. With an output of 280 volts, there is less than 1.5 volts drop
from no-load to fuli-load (100 ma). When properly adjusted, the output voltage will not
vary more than 1 volt with a line voltage fluctuation from 105 to 125 volts, The hum level
at the output is less than 10 millivolis with 2 load of 100 ma.

The High-Voltage Supply — The negative high-voltage supply, employing a 2X2A half-
wave rectifier, V407, produces 1400 volts, The output of this rectifier is filtered by a
resistance-capacitance filter. The intensifier supply is similar to the negative supply
except that a positive 1500 volts is developezd.

A separate filament transformer, T402, is used to supply all filament and pilot-light
current drawn by the Indicator and by the 6SH7 regulator tube, V404, in the power supply.
Alternating current is supplied through the Indicator to the nower supply by means of
cabling, the a-c switch being located on the front panel of the Indicator, The same cable

suppliies ali filament and low- and high-voltage supplies to the Indicator,
pp B

Ovwn Doppler Compensator (ODC)

As was shown by the general doppler equation in the Theory Section of this report,
the total doppler shift observed by the echo-ranging vessel is a function of the target
velocity component as well as of the echo-ranging vessel’s velocity component. In order
to measure the velocity component contributed only by the target, a method must be
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provided tc compensate for the velocity component of the echo-ranging ship, This velocity
Componer:t is well known to be a funetion of the projector bearing; that is, to compensate
for own-ship velocity component, the own-ship speed must be multiplied by the cosine of
the projector bearing angle,

The ODC, shown in Figures 24 through 28, was developed to determine if it was feasible
to accomplish own velocity compensation in the Graphic Indicator,

Mot - SE o
| 0B Aen hesearch LaBORATORY
T wlel | . 150V, 1950

Figure 24 - Own dopnler compensator

The own-ship velocity and projector bearing angle are fed into the computer manually,
A cosine resolver in the computer multiplies these two values and translates the product
into a mechanical motion which adjusts the reference frequency in the Graphle Indicator
as required for compensation, Projector bearing is indicated on the bearing repeater gial
(see Figure 25), The ODC bearing dial indication is matched to the bearing repeater dia]
indication by polnters which are brought into ceincidence, by rotating the hand-crank E.
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Figure 26 - ODC, cosine resolver

Own-ship’s speed, as obtained from 2 pitometer iog or initial G. I. measurements, is fed
into the computer by rotating hand-crank D until the calibrated ship’s speed dial is in
agreement with the piiometer log or G. I, speed. The ship’s speed V,, is set in as a radial
value by means of the spiral grooved disc. By rotating both the spiral grooved disc and
the slotted disc simultaneously, the vertical displacement of the rack in Figure 26 varies
as the cosine of the angle of revolution, The vertical displacement of the rack is there-
fore a product of the angle of rotation of the disc and the radial value V.

Laboratory and sea trials have proved that the ODC fulfills the function for which it
was intended. However, these tests have also shown it to be 2 superfluous item for most

tactical uses. In cases where an ODC is deemed necessary, it should be made entirely
automatic,
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CHARACTERISTICS OF PRESENTATION

It has been found that when an observer first views the Graphic Indicator presentation,
he is likely to be perplexed as to the interpretation of the patterns which form and disappear
on the face of the cathode-ray-tube screen. These first reactions are quite normal since
most ob servers have been trained to interpret displays simply showing variations of
average signal intensity (controlling spot brightness) in a compressed time scale, as ina
Plan Position Indicator. Such visual presentatlons do not utilize all the information con-
tained in a signal since they are essentially one parameter systems.

The Graphic Indicator, however, treats several parameters of signal, placing primary
emphasis on phase and frequency, and secondary emphasis on amplitude and energy. This
is done by a method of signal processing which enables all bits of information contained in
the frequency band passed by the system to be display-1 in such a manner that bit groun-
ings may be compared and analyzed. This makes it.po. sible in echo ranging to “see,”
analyze, and grasp information contributed by individus reflectors or targets which are
separable because of the perceptible differences in the bit groupings or patterns as they
develop in time or range. Pattern differences whick characterize the different signatures
in the phase-time plot are basically differences in signal frequency or phase character, as
described in Section II of this report,

In this display or presentation of signal many characteristics of modes of appearance
on a surface are used. These are size, shape, location, brightness or darkness, and the
degree of saturation by bit groups in unit area. The structure of the patiern and its changes
make possible the rapid perception and analysis of the target situation. In the development
of the signal trace or pattern, systematic changes of slope may produce sensation of motion
which contributes to the perception of signal presence and may disclose the source of the

systematic signal frequency variation.

The brightness of the signal trace or pattern is produced by an output of energy in the
form of puises (bits) of equal amplitude and width that are generated at the successive
positive crests of signal or noise if these are above a threshold or.bias controlled by
rectification of the signal and noise. This brightness is a constant for each pulse (bit} but
varles as the distribution of bits or bit groups.

The amplitude of the generated pulse is independent of the amplitude of the signal from
which it i{s generated, Howsver, if the amplitude of the signal decreascs at a rate too greai
for the time constants that affect the automatic adjustment of the threshold, then there will
be an absence of pulses during the signal decrease. Absences produced, if periodic, will
present perceptible paiierns of darkness, which wiil indicate the phenomenon that produce
them, either in the signal or the noise-signal mixture. See page 19 of this report.

This presentation of signal as pattern in a phase-time plot allows an observer to dis-
criminate between reverberations and the hull echo of a target.

Figure 27, which is an example of the Graphic Indicator presentation when there is
no signal input to the instrument, represents the characieristic appearance of receiver
noise and/or water noise. 1t Is identical to that of a television raster when no signal is
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received with the receiver videc gain at maximum. Close examination of the raster reveals
that it is made up of many bite of brightness distrivuted in a random manner. Any departure
from the random distribution of these bits will cause bit groups to be formed. This resulis

In a redistribution of the bright areas bounded by dark areas and forming patterns. Such

Is the case when a c-w signal equal to nolse is added, as shown in Figures 28a and 28b. Close
examination of Figure 28 reveals that the pattern produced is made up of many bits which have
begun to group. The grouping is not yet completely coherent since the signal is not strong
enough to overcome all the noise peaks and a wide distribution of the coherent bits result,

As the sitnal-to-noise ratio decreases, the bit distribution becomes wider because of the
noise until the point of no visible coherent grouping is reached. When the signal-to-noise
ratlo increases, the bit noise distribution decreases until the bit grouping is completely
coherent, forming a signal line as is shown in Figure 29. As the bits become more and more
coherent, there is an appearance of increasing brightness. This is due to the fact that although
the Intensity is constant for each bit, the area over which the bits are distributed becomes
less and less, and the intensity per unit area increases. As coherence increases, the bits fall
closer und closer together until a limit of resolution is reached, and the individual bits cannot
be resclved, This is a function of the cathode-ray-tube area and the spot size, as well as a
characteristic of the patterns presented and of the acuity of the human eye, as is evidenced

by comparing Figures 28 and 29,

Figure ZBa - Signal and noise Fg = Fp i - %.8b - Signal and noise Fg< Fyp

aTaes

These figures illustrate the amplitude 5 -u2lov in the Graphic Indicator display.
Figures 30 through 35 serve to illustrate how .requency differences are presented,

Figure 29 has shown the pattern produced by a c-w signal {Fg) greater than noise
and equal in frequency to the reference oscillator frequency (¥,) in the Graphic Indicator.
A horizontal coherent line is produced; bits cannot be resolved. If this signal were pulsed,
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the presentation would be the same except that the horizontal line would have a definite
length proportional to the pulse length.

Figure 29 - Signal, F = Fyp

If the signal frequency diifers from the reference oscillator frequency, the line produced
is not horizontal but assumes a slope; and if the frequency difference is great, several steeply
gloping lines in a parallel set are produced as shown in Figures 30 and 31. The magnitude
of the slope indicates the magnitude of the frequency difference, and its sign, whether the
signal frequency is greater or less than the reference frequency. The greater the frequency
difference, the greater is the slope and the number of lines in the set, and the closer are they
spaced. If spaced too close, the individual lines cannot be resolved, the resolution limit being
a function of the screen area and spot size and of the acuity of the human eye. As explained
in the Theory Section, the frequency band within which line resolution is possible, is called
the visual bandwidth.

Figure 30 - Signal, Fg> Fr Figure 31 - Signal and noize, Fs<Fy

The ability to resolve and measure frequency dliferences is tmportant, for it is this
which makes possible the dctermination of such quantities as speed over the hottoim and
through the water, target velocity, and velocity of an ocean current.

it is interesting to observe what occurs when two signals are mixed linearly ahead
of the Graphle Indicator input. Figure 32 is a photograph of the presentation when two c-w
signais (F, and F, ) of nearly equal amplitudes but differing in frequency by 100 cps, (F; =
25.6 kc and F, = 25.5 ke) are ndded.* The reference frequency Fy in the Gravunic Indicator
wag set equal to F, . The F; signature appears as 2 broad horizontal pattern composed
of a sertes of sloping lines. The period between each line is equal to the period of the
frequency difference between the two signals. The positive slope of the llnes indicates
that F, is lower than F, . Figure 33 isa photograph of the presentation when Fp = F,.
Notice the opposite slope of the lines indicating the presence of F, .

* Amplitudes of both signals were chosen to be within the linear range of the bandpass
amplifier for all cases described.
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Figure 32 - Two signals linearly added Figure 33 - Two signals linearly added
AT A, A, ¥ A,
F =Fp F, = F,

1

In Figure 34, the amplitude of F, has been decreased by 10 db and the reference
frequency set equal to F, and in Figure 35, Fp = F,.

Figure 34 - Two signals linearly added Figure 35 - Two signals linearly added
A > A A > Ay
F1 = FI‘ F = Fr

The capacity of the Graphic Indicator to resolve more than one frequency with mixed
signals is important as will be shown later in the account of actual field results.

Probably the most important signal paiameter displayed by the Graphic Indicator is
phase. It is this parameter that enables properties of the targets to be determined for
classification purposes. For instance hottom reverberations have smaller phase vari-
ations than volume reverberations, and wake echoes are more random in phase than hull
echoes.

Figure 38 illustrates a signal (Fg) equal in frequency to the reference and nearly
perfect in phase coherence; Figure 27 shows the random phase variation characteristic
of volume reverberations; and Figure 38 shows minor phase variations such as one observes
in bottom reverberations.

1ae presentation of the three parameters of a signal has been shown. Now let us see
how these parameters enter into the presentation in actual echo-~ranging operations.

The series of photographs shown i1 Figures 39 to 43, inclusive, were made frem tape
recordings of actual field operations.* The series of “pings” shown was made during

* A discussion of the method of photography is ta be found on page92 of “Test and Data®
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Figure 36 - Echo signal from Figure 37 - Short range volume
submarine hull reverberation

a surface-to-submarine simulated attack run

in the Key West area in July 1951. The surface
ship, USS SARSFIELD (DD $37), has located the
submarine, USS CLAMAGORE (S8 343), and has
already begun the attack run. The serles of
“pings” shown is from a portion of this run.

It is to be noted that the Graphic Indicator
presentation in each strip, of the ping-
Figure 38 - Bottom reverberations, reverberation-echo sequence, is developed from
long range the same transducer output which the standard
graphic range recorder presents as a line of
varying darkness, drawnby the styluson the recorder paper in one truverse. The difference
in the amount of detail is striking, and, the more so, when the significant additional infor-
mation provided is appreciated.
The speed of the surface ship was 32 knots and that of the submarine approximately
7.5 knots. Because of the projector bearing and target aspect, the resultant of velocity
vectors gave, at the start of the run, a range rate of about 15 knots. The run was bégun
with the submarine 15° off the starboard bow with bearing changing quite rapidly as the
surface ship closed on the submarine.

For the pings shown in Figures 38, 40, and 41 the reference oscillator in the Graphic
Indicator was set to the hull echo frequency of the submarine target and was caused to track
the hull frequency throughout the run; for the pings shown in Figures 4Z and 43, the reierence
oscillator was caused to track the volume reverberation frequency. The two seis of pings
shown are for the same run, and those bearing the same number are the same ping. Thus
a comparison of the two presentations for a given ping is possible.

Note the first ping in Figures 39 and 42, respectively, and observe that information in
the following chronological order is presented:

Transmitted pulse

Transfer relay throw time

Echo from own-ship’s hull

Volume reverberation

Noise

Zeho from submarine wake

Echo from submarine hull

Noise

Ping from annther echo-ranging ship in the area.

tpconmvh»wmw

SECRET
SECURITY INFORMATION



40

CHARACTERISTICS OF PRESENTATION SECRET

Figure 39 - High-speed attack run - target horizontal
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It is apparent from the sloping lines in the transmiited pulse presentation of the first
pings in Figure 39 that a Iarge frequency difference exists between the transmitted pulse
and the target-hull-echo frequency. This is a result of the doppler effect. The direction
of slope of these lines indicates that the transmitted pulse is lower in frequency than the
hull echo and shows a closing range rate to the target.

The absence of any signal immediately after the transmitted pulse indicates the trans-
fer (throw) time of the transfer relay. The series of sloping lines, which are equal in slope
to the transmitted pulse lines Appearing directly after this dead timne, is an echo from the
hull of the echo-ranging ship. Note in the succeeding pings that this condition disappears
when the projector is trained more and more abeam. :

In the first pings of Figure 39, the volume reverberations are seen as liner sloping
closely together with the slope opposite in sign from that of the transmitted pul se iines.
This indicates that the echo-ranging ship has a large closing range rate with respect to
the water. The indication that this is a closing range rate is shown directly by the same
ping in Figure 42. Here the reverberation frequency is equal to the reference frequency.
Note also that the ship’s closing range rate with respect to the water is greater than her
closing range rate on the submarine. The difference is the opening range rate of the
submarine with respect to the water,

After the reverberations die out in the first pings of Figures 39 and 42, noise becomes
apparent and then what seems to be more reverberation appears. These are not reverber-
ations, however, but echoes from the submarine’s wake. Notice how tiie slope of this wake
is the same as the slope of the volume reverberations since the wake is dead in the water.
This wake retorn is high in amplitude but has a random phase character. Because of iis
amplitude, it is often mistaken with conventional sonars for the hull of the target. As a
result, the sonar operator trains the transducer on this area. The error results in incor-
rect target bearing and range information. This condition is evident in a large number of
the pings shown. The hull of the target can be seen as a nearly horizontal lire following
the wake area. :

In the pings shown in Figures 39, 40, and 41, the hull echo of the targei can be seen as
a nearly horizontal line following the wake signature. Because of the fact that the projector
is not trained directly on the hull, in some of the pings shown the hull echo is modulated in
phase and {n amplitude by the wake echo, and the line is not straight. Notice the similarity
between the pattern of the mixed wake and hull echoes and that of the addition of two signals
shown previously. (Figures 32 to 35).

The range rate reaches a minimum in ping No. 40, Figure 41, as the closing range
rate decreases to zero. An increasing opening range rate is shown in succeeding pings.
In pings Nos. 5, 6, and 7, the transducer has been trained more on the hull echo so that
the modulation due to wake is considerably lessened and a cleaner hull echo is obtained.

In ping No. 13, Figurc 43 (reverberations horizontal), an indication of dynamic wake
(propeller thrust region) may be seen just before the hull echo as segments of lines of
slope which are opposite to those of the hull echo lines. This indicates a velocity opposite

to that of the hull.

In ping No. 2, Figure 39 or 42, near the end of the reverberation, a series of fine lines
of large slope may be seen. These are the result of echo-ranging from anocther ship and
represent that ship’s transmitted pulse.
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APPLICATION AND RE3ULTS

Extensive field tests have demonstrated the Graphic Indicator to be a useful and
versatile tool in the fields of marine navigation, prosubmarinec warfarc, antisubmarine
warfare, and oceanography. A formal operational evaluation has been ¢onducted on the
initial model of the Graphic Indicator by the Surface Antisubmarine Development Detach-
ment of the Operational Development Force {6). In addition, units have been supplied to
ComSubLant, ComSubPac, Naval Electronics Laboratory, Woods Hole Oceanographic
Institute, Bureau of Ordnance, David Taylor Model Basin, Fleet Sonar School (Key West),
and Fleet Sonar School (San Diego), for evaluation.

Fleet Sonar School, San Diego, California, has reported on the results of operational
use of the Graphic Indicator in applications to target classification and tracking {7).

The results of tests both in the laboratory and in the field carried out by NRL personnel
in conjunction with operational units of the Navy will next be discussed,

Navigation

Determination of Ship’s Speed over the Bottom - The speed in knots of ain echo-ranging
vessel is measured for each returning pulse by comparison of the frequency of the bottom
reflections or reverberations with the freyuency of the outgoing pulse. For any particular
frequency, the shift in frequency or doppler produced by the forward motion of a vessel is
a function of the speed of the vessel. The accuracy in the determination of the speed over
the bottom, as well as could be ascertained by comparison with navigational-fix data and
with time and distance data recorded on runs between buoys, is in the order of £0.1 knot.
This accuracy, within the limits of operational speeds, is a constant, independent of
veloeity.

The Graphic Indicator measures the magnitude of a velocity vector lying along the
sound-beam axis of the projector, Therefore, the lateral speed over the bottom, as well
as the forward velocity of the vessel, can be measured by appropriately training the
projector. The speed abeam will include drift due to wind and current. These measure-
ments have been obtained at all echo-ranging speeds in water depths up to five hundred
fathoms.

These results have been obtained with standard-sonar-equipped vessels in which the
beam of the transducer is fixed in the horizontal plane, The BT conditions were such that
the sounc beam in the medium was refracted to the bottom. However, if water or depih
conditions are such that the signal do 3 not reach the bottom, it is obvious that a speed
measurement over the boitom is impo..sible, To insure that the sound beam strikes the
bottom, the transducer can be tilted to some angle between 0° and 45°, Then, by taking
inio account the cosine of the tilt angle, the speed can be calculated,

Determination of Ship’s Speed through the Water - The speed through the water is
measured with the Graphic Indicator in the manner described above for determining ship’s
speed over the bottom, except that in this case the volume reverberations fron: immediately
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ahead of the vessel are utilized, The accuracy of this measurement is of the same order
of magnitude as that for ship’s speed over the bottom.

The lateral motion of the vessel through the water is measured by training the sound
projector to 080° or 270° relative bearing and observing the velocity along these bearings,
Provided the characteristics of the beam pattern are known, the velocity or molion along
any pariicular bearing may be measured by training the projector to that relative bearing,
Thus, the lateral motion produced by wind, slippage, or unsymmetrical drag through the
water is determined.

This determination is based on the proper alignment of tl.z sonar transducer, since
misalignment of the transducer can be interpreted as wind-drift. If conditions are con-
trolled by taking a ship’s heading with the wind so that ng wind-drift or lateral motion
occurs, the alignment of the axis of the transducer’s beam can be checked at 090° and 270°
relative for indication of zero speed. In addition, a comparison can be made of Graphic
Indicator velocity measurements for equal angles on either side of 0° relative. If the
transducer is properly aligned, the readings will be symmetrical on either side of zero.

Discrimination between Bottom and Volume Reverberations - Bottom reverberations
are distinguished from volume reverberations by several criteria. The degree of discrim-
ination varies with sea conditions (i.e., depth of water, temperature gradients, currents,
and sea state) and speed of the vessel, but in most cases the different types of reverbera-
tion are easily resolved.

Bottom reverberations have a phase character which appears on the cathode-ray
screen as a continuous line but with random change of phase, This variation in phase
usually does not exceed a iimit of 90 ® as shown in Figure 44, On the other hand, volume
reverberations appear az chort line segments with breaks due
to discontinuous phase variations. Their sources are the many
reflectors in the total reverberating volume, Although these
line segments arc short, a general slope is easily distinguished,

As the reference frequency is brought into coincidence with
the volume reverberation frequency, the slope is brought to
zero and a horizontal presentation becomes visible. Because

of their time sequence with respect to the outgoing pulse, ihe

volume reverberations always appear on the screen before the

bottom reverberations, Whenever, as a result of currents,

their is relative motion of the medium with respect to thebottom,

Figure 44 - Randomness [ the volume reverberations may be distinguished from the bottom
bottom reverberations  reverberations by the difference in the slopes, prcduced by the

differing velocities.

As an example of the precision attainable, one experimental operation is cited, On
three different days, USS AMBERJACK (SS522), using only the data furnished by the Graphic
Indicator and the compass, navigated submerged in Key West waters for periods of 6to 8
hours at depths varying from 10 to 250 feet (B). The submarine maneuvered at speeds rang-
ing from zero to 18 knots and in currents ranging from 1.5 to 3.5 knots, During one day’s
operation, the vessel hovered for a period of three hours, The vessel surfaced each day
within 500 yards of its predicted position, ‘

L » a T
Yologity and Direction

The Graphic Indicator may be utilized in the measuremsnt of the magnitude and direc-
tion of ocean currents near the surface. For this purpose, the component of the current’s
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veloeity along the sound-beam axis is found by measuring the difference between the
vessel’s velocity relative to the volume of the medium and that relative to the bottom.
Measurement of deep currents is believed possible provided the angle of the ray path is
known.

The accuracy of current data is believed to be of the same order of magnitude as
that for ship’s speed. Measurements of current velocities in depths down to 400 feet and
ranging from zero to four knots have been made in the Key West area, Changes up to 32°
in set and up to 0.5 knot in drift between the surface current and the current at 135-foot
depth have been measured in this area.

Prosubmarine Warfare

As an instrument of prosubmarine warfare, the Graphic Indicator provides early
information in terms of relative range rate, which assists a submerged submarine to follow
the maneuvers of an echo-ranging surface vessel, It may also furnish information making
possible an early determination of the change in course or speed of an attacking surface
vessel, and, in this way, enable the submarine to take effective evasive action. When
several ships are echo-ranging, ihc Graghic Indicator permits the submarine to distinguish
between them by their individual pulse “signatures.”

Determination of Range Rate - The relative range rate between a submarine and an
echo~-ranging surface ship is measured from pulse to pulse from the direct sonar signal
of the surface ship. It may be obtained not only when the submarine is within the range of
detection by the surface ship,but also when it is well beyond this range. The information
presented in the submarine is in the form of relative range rate, that is, relative to the
range rate at the time of initial contact. Although the vaiue read is not an absclute range
rate at that tlme, any change in range rate can be measured accuraiely. The absolute
range rate may be determined if zero reference is obtained by: 1) adjusting the Graphic
Indicator to a zero range rate reading when the submarine and the surface vessel are at
a known mero range rate position {for example, whenever the two vessels are abeam and on
parallel courses); 2) tracking the echo-ranging vessel in a maneuver which results in
the range rate being presented in an equa.l amount opening and closing, thereby establishing
the mean point and the zero reference (for example, when an echo-ranging surface vessel
makes a turn of 180°); and 3) establishing the range rate by visual observation of the echo-
ranging vessel. After relative-motion plots of a target are initiated, the information from
the Graphic Indicator makes a continuation of the plot feasible with much less effort than
the means presently available hecause of the ease of obtaining the “angle on the bow” of
the target.

The most important consideration from the standpoint of the submarine is not the
absolute range rate, but the change of range rate with time. Valuable information with
regpect to the maneuvers of an echo-ranging vessel may be ohtained from relative-ranga-
rate-versus-time plots. For example, characteristics of such a plot for a surface vessel
which is attacking are quite different from those of a plot for a vessel which is searct’ =,

“Pulse Signatures” - Field tests have shown that each echo-ranging vessel has an
individual and easily distinguishable “signature” produced by the phase characteristics of
its outgoing pulse,

The phase character of the direct outgoing signal is not altered during the transmission

..... . AR 11laemd
through the medium. Figur 45 Hlusirales the phase versus time presentation of an uu:.gu&ug
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signal as observed with the Graphic Indicator aboard the echo-ranging vessel and the
presentation of that signal as observed with a Graphic Indicator aboard a receiving vessel
at ranges up to 10,000 yards.

This “pulse signature” provides a submarine with a means
of identifying, at any time, any one of several echo-ranging
vessels in the vicinity., This information has been found to be
particularly useful in the tactics involved in penetrating a con-
voy escort screen.

Discrimination of Types of Sonar Gear Used by Echo-
Ranging Vessel - The irequency character of the reverberations
display on the Graphic Indicator permits identificziion of the
type of sonar ejuipment being used on an echo-ranging vessel.
Figure 45 - Pulse Scanning-type gear prouuces reverberations of changing fre-

“signature” quency, whereas, with searchlightgear, the frequency is essen-
tially constant.

Determination of Lost Contact Point - Field tests aboard USS SEA CAT (58299)
demonstrated that, by means of the Graphic Indicator, a gubmarine under attack by an
echo-ranging vessel may determine the instant the attacking vessel loses contact at short
range. This point of lost contact is recognized by a fluctuation in the phase character of
the received pulse as the submarine moves into the region of transition between the major
and minor lobes of the echo-ranging vessel’s heam pattern. Actually the observe:ss
aboard the submarine are able to observe that the surface vessel is losing contact before
it ig known aboard the attacking vessel. This was indicated on several occasions when it
was observed that the surface ship switched to the broad beam-pattern or MCC (Mainten-
ance of Close Contaci) to regain contacta considerahle time after the contact was observed
on the submarine to be lost. It was assumed that the surface vessel switched to MCC
immediately upon losing contact,

The observed change in phase character is attributed o the 180° shift in phase when
the submarine moves from the main sound beam into a minor lobe, (This 180° phase shift
is true of sonar projectors installed in U. S. Naval vessels.) The region of fluctuation is
probaply caused by the varying relative contributions of energy from the major and the
minor lobe. In addition, the amplitude in the region between the major and minor lobes
depends critically on angle.

The advantage gained by the submarine from this information is the ability to ascertain
the probability of being detected by the echo-ranging vessel, Also, when under attack, the
submarine is able io determine the instant contact is lost at close range, thus improving
the possibility of its escape by evasive maneuvers.

Determination of Type of Course of an Echo-Ranging Suriace Vessel - It has heen
demonstrated by passive observations, Gtillzing the Graphic Indicator in a submarine, that
the type of course {zig-zag or constant helm) of an echo-ranging vessel can be determined.
In addition, the period of the course change can be accurately measured and the magnitude
of the course change indicated. An example is illustrated In Figure 46. This information
has value for prosubmarine attack planning.

Singie Pulse Echo-Ranging - Tests are in progress at the present time to determine
the ussfulness of the Graphic Indicator in single-pulse echo-ranging tactics. This is done
by recording the outgomng puise from the submarine and the returning echo on a iapg i00p
of a magnetic recorder. The recording is then played back into the Graphie Indicator
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Figure 46 - Range rate and course versus time, zig course

several times to allow sufficient time (approximately 15 seconds) for an operator to make
a measurement of range rate. Field tests have been made in which successful recordings
were obtained, and the range rate measured to an accuracy of approximately a quarter
knot. It is belleved a very accurate range value may be provided by uiilizing a range gate
in conjunction with the Grashis Indicator,

Antisubmarine Warfare

The Graphic Indicator in its present form is of value in antisubmarins warfare in
classifying a target, in obtaining accurate range rate data within the pulse and from pulse
to pulse, in providing early indications of changes in course or speed of a target, and,
potentially, in improving bearing and range accuracy.

Target Classification - Conventional range recorders present the range (0 the target
from which the echo is reflected. A range rate is obtained from the slope of the range-
versus-time plot by aligning a cursor to the tangent of a curve passed throuvgh the last
few echoes. When energy is reflected from areas other than the submarine huil, having a
fixed position relative to the submarine, the range rate of such targets is the same as that
of the submarine. For example, the static wake follows the submarine, building up close
behind the vessel and dying out further aft in the medium,

The wake ig made up of acoustical disontinuities being generated continuously in
successive areas along the vessel’s path, There are two rates associated with the wake, the
first is the rate at which successive areas become inhomogeneous, or the rate at which
the wake 1s layed down by the vessel, and the second is the velocity of the inhomogenuities
or bubbles in a reflecting area. The range rate from the static wake glven by the range
iscorder Is that of the changing position of the reflecting area and not the velocity of the
reflecting medium in the area. Furthermore, when such areas reflect a higher snergy
than the submarine’s hull, a false target may result, leading to an Inaccurate range and
bearing, even though the range rate specifies a moving target.
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Figure 47 - Velocity components of sonar targets

The Graphic Indicator, on the other hand, measures an instantaneous velocity hetween
the observer and the medium from which the acoustic energy displayed was reflected at
the time of reflection (Figure 47). The static wake when observed on the Graphic Indicator
shows no range rate with respect to the surrounding medium since the discontinuities of
the wake producing the reflection have no net velocity. The range to this reflecting area
changes with time in the same manner as indicated by the range recorder,

Therefore, the twvo means of obtaining range rate are entirely different, in that the
range recorder measures the rate at which the range to a reflecting area changes with

time, and not the change of range of an individual reflector; whereas the Graphic indicator
measures the instantaneous velocity between the ohserver and the individual refiector in

APl ALy el

the medium from which the acoustic energy is reflected.
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It has been found in field tests that when only the hull of the submarine is presented
as a target, the tactical range recorder and the Graphic Indicator range rate will be in
agreement,

Observations in the field with the Graphic Indicator, while echo ranging on a sub-
marine underway, have shown that three areas of reflected energy may appear as targets:
the hull, or true target, and two false targets, the turbulent thrust area or dynamic wake
immediately aft of the screws, and the stabilized wake further aft in the medium (Figure 47).
The true range rate or velocity vector of the submarine is obtained from the hull and pre-
sents the most consistent phase character. Since the water is thrust in an opposite direc-
tion from that of the submarine path, the range rate obtained from the dynamic wake is
opposite in sign to that obtained from the hull, The velocity and phase presentation is
random from ping to ping. The range rate obtained from the stabilized wake is identical
with that from the volume reverberations and has the same phase presentation character.
Likewise, a “knuckle” produced by a submarine is identical to the volume reverberations
since it possesses a zero velocity with respect to the medium. In the same manner, a
reef or wreck on the bottom is indistinguishable in range rate or phase character from
that produced by bottom reverberations. Therefore, these false targets are not obscrved
as such, but appear as additional reverberations. Thus, the true target or huil of a sub-
marine can be determined from other apparent targets by means of the Graphic Indicator.

Range Rate Determination - The Graphic Indicator has been demonstrated as a means
of measuring ihe range rate of a submarine in a single pulse and of measuring a change
of range raic from pulse o pulse, This information indicates immediately a changs of
course or speed of the target submarine to a high degree of accuracy. This accuracy is
estimated to be of the order of £0.2 knot.

Bearing Accuracy Improvement - Observations in the field indicate that a scnar opera-
tor, using the Injor maiion supplied by the Graphic Indicater, is ghle to track a target in
bearing with greater ease and accuracy than is possible with conventional systems. This
is attributed to the well-defined manner in which 2 hull target is presented, when the
transducer is accurately trained, Presentations including recognizable false targets,
such as the wake or turbulent area immediately aft of a submarine, convey quick warning
of an off-target transducer bearing. These observations have been qualitative, but tests

to give a quantitative figure for improvement are underway.

Range Accuracy Improvement - It is anticipated that range accuracy will be improved,
in the same manner as bearing accuracy, by identification in the total echo presentation
of the returning energy from the submarine hull itself, This development will necessarily
include a range gate in order to achieve this improved accuracy. An experimental model
of such a range gate has been constructed at NRL, and initial experiments in the field
indicate its feasibility.

An Instrument for Research

It is believed that a variety of applications will be found for the Graphic Indicator as
21 instrument of research. Jbservations have indicated that it will be useful in the study
of signal propagation, study of currents in Jceanography, and other problems involving
wave-energy phenomena,
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This section

naval vessels, The purpose of these tests
Graphic Indicator in its application to pros
tion and to aid in further development of the
operating areas and vessels in which these tests

SEA TESTS AND DATA

summarizes sea tests and data obtained from the Graphic Indicator aboard

was to establish technical performance of the
ubmarine and antisubmarine warfare and naviga-
instrument. Table 1 summarizes the dates,
were conducted. The standard sonar

equipments used in conjunction with the Graphic Indicator for these tests were the QHB,

QJB, QGB, QCU, QCT, WFA, and WCA.
TABLE 1
Sea Tests of Graphic Indicator, July 1850 - July 1951
Operating Area Vessel

lDate

19 July 1950

New London, Conn. USS SEA OWL (S8405), USS TRINGA (ASR16)

21-25 Aug. 1950

Key West, Fla, YSS FOSS (EDE 59), USS ROBINSON (DE-220),

USS SEA CAT (AGSS-399)

23-27 Oct. 1950

Key West, Fla, USs EPC-618, USS EPCS-1431,

USS SEA CAT (AGSS-399)

6-9 Nov. 1950

Chesapealte Bay USS EPCS-1426

Potomac River

20 Nov. - 9 Dec,
1950

Key West, Fla, USS SARSFIELD(EDDE-837) &UTU Ships

USS SEA CAT (AGSS-399)

20 Feb, - 1 Mar.

Key West, Fla. USS WILKE (EDE-800), USS ROBINSON

1951 (EDE-220), USS GUAVINA (SS0362)
USS SEA CAT (AGSS-399)
2-3 May 1951 New London, Conn. USS CORSAIR (SS345), USS HALFBEAK

(Ss-352)

28 May ~ 1 June
1951

Key West, Fla, USs AMBERJTACK (85-522)

9 July - 19 July
1851

USS SARSFIELD (EDDE-83T)
USS GUAVINA (8S0-362)
USS TRUMPETFISH (SS-425)

Key Wes!, Fla.

New London, Connecticut, 19 July 1850

The initial sea tesis of th

conducted in USS

f the Graphic Indicator were prosubmarine in nature. and were
th USS

SEA OWL with USS TRINGA as an echo-ranging iarget vessel. In these

initial tests, laboratory-type equipmnt was used, The tests were purely qualitative in
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nature with no provision for the quantitative measurement of range rate. The mnajor pur-
bose of the tests was to establish that the approach from which the instrument evolved was
a feasible one, ‘T'his was adequately demonstrated by the following results: (1) A pesitive
indication of range rate change was evidenced from ping to ping by the slope of the signal
line in the oscilloscope presentation. (2) An accurate determination of zero relative motion
was made between the target vessel (USS TRINGA) and own ship when bath were abeam and
oit purallel courses. (3) Signals were clearly received from the echo-ranging target vessel
at speeds of approximately 8 knots for the submarine and 10 knots for the target vessel,
These signals were received along the direct path through the respective wakes of both
vessels, (4) Reverberation signals were observed but did not alter the character of the
direct signal,

Key West, Florida, 21-25 August 1950

The first tests at Key West were conducted by laboratory personnel employing the
facilities of the Surface Antisubmarine Development Detachment under Assist Project
BU/S172/A16-3, Task 5. The vessels used in these operations were USS FOSS and USS
SEA CAT (21 August 1950) and USS ROBINSON and USS SEA CAT (22 through 25 August
1850). Two units of Model 1 of the Graphic Indicator were employed. The associated
sound equipment was the QGB aboard the FOSS and the WFA aboard the SEA CAT.

The first objective of these tests was to determine the ability of the Graphic Indicator
to measure, from a submarine, the range rate of an echo-ranging ASW vessel and to indi-
cate, from changes in range rate, maneuvers by the echo-ranging surface vessel. These
tests indicated that an operator could accurately measure range rate between a submarine
and an ASW vessel and track the change of range rate from ping to ping. Any change of
course or speed by the ASW vessel was indicated by the Graphic Indicator as scon as, and
frequently earller than, the maneuver could be deiected by visual observations,

The second objective was to determine the capabilities of the Graphic Indicator for
presenting acho information from a submarine target, The Graphic Indicator was paralleled
to the QGB sonar receiving system in the USS ROBINSON. With the target submarine oper-
ating at periscope depth and maintaining either a steady or a zig-zag course, a series of
runs were made on the target with ranges varying from 200 yards to 4000 yards. It was
observed in these maneuvers that the Graphic Indicator was capable of maintaining contact
with the submarine at all times that the QGB equipment had contact. On a number of occa~
sions, the Graphic Indicator detected the target prior to detection by the QGB system. The
range rate between the surface vessel and submarine, the velocity of the submarine through
the water in the direction of the surface vessel, and the velocity of the submarine over the
bottom in the direction of the surface vessel were measured,

Since these tests were primarily qualitative in nature, the conclusions reached, as to
early detection of the target, were, 1) that the two systems (QGB and Graphic Indicator)
were comparable as to the maximum range of detection and, 2} that the time required for
detection was greatly reduced when the Graphic Indicator was used, and 3) that range rate
could be measured more accurateiy by the Graphic Indicator than by the range recorder or
by aural determination of doppler.

Additional observations made during these tests were:

{1) The Graphic Indicator, passively recelving aboard a submarine, maintained

tact an the range between an echo-ranging ASW vessel and the suumarine, increased

[¢]
3

[o] tagther

o approximately 12,500 yards. The limit of the range was not determined as the run was

—
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secured at *his range. It was also noted that the WFA sonar equipment in the submarine
did not lose contact at this range,

(2) Several runs were made with two vessels on parallel courses running in the
same and in opposite directions. The minimum or beam range as the vessels passed was
varicd from 200 to 1000 yards, The range rate from the Graphic Indicator showed a clos-
ing range rate as the vessels approached, decreasing to zero in the beam position, As the
vessels passed each other, the Indicator showed an opening range rate, For all ranges,
the zero range-rate point occurred well within the length of the vessel as it passed abeam,

(3) A number of observations were made of the surface vessel’s speed through
the water and over the bottom. For this, the QGB transducer of the surface vessel was
trained to zero degrees relative and the equipment set for 2000 yard echo-ranging, It was
observed that the range rate between the surface vessel, and the water, as determined from
the doppler sn'ft of volume reverberations from immediately ahead of the vessel, corresponded
well with the ship’s pitometer log reading. Volume and bottom reverberations could be
clearly separated by:(2) the difference in time of arrival, (b) the difference in range rate
{one existed due to local current), and (c) the differing character of these reverberations
when presented on the screen of the cathode-ray tube. Thus by measuring the range rate
of the bottom reverberation, the speed over the bottora could be obtained. By taking the
difference between this reading and the ship’s speed through the water, as measured from
volume reverberations, measurement of current velocity was made, By training the trans-
ducer to 090 or 270 degrees relative and repeating the procedure, a determination of set
and drift could be made, Also by training the transducer to 000 degrees relative bearing
and turning the ship until the maximum difference between the ship’s velocity through the
water and over the bottom was attained, the magnitude and direction of the current could
be determined.

(4) During the operating period, sonar conditions varied widely., Ranges were
jound in excess of 4000 yards for good conditions to a minimum of approximately 1200
yards for poor conditions. It was observed for the good or long-range condition that the
bottom reverberations were either nonexistent or occurred at a very long range. As the
detectable range decreased, the range of the boitom reverbarations tended to decrease.
Thus, irdication of the sonar range condition was obtaired and a measure of range, to the
point at which the scnar signal impinged upon the bottom, was possible,

(5) At various iimes during these operations it was observed that both volume ard
bottom reverberations occurred simultaneously with the returning echo, Although these
reverberations altered the target signal’s character, at no time was there any indication
of reverberation limiting.

Key West, Florida, 23 - 27 October 1850

The second Key West test was conducted as an assist project employing the facilities
of the Surface Antisubmarine Development Detachment under Project BU/S172/A16-3
(additional tests) Task Five, The vessels employed in these tests were the Uss E-PC-618,
during the period 23, 24, 25, and 27 Octoker; the USS E-PCS-1431, during the period 23, 25,
26, and 27 Qctober, and USS SEA CAT (AGSS-398) on 26 October 1950.

The Graphic Indicator as a Navigational Aid ~ The purpose of these tests was to
investigate the Graphic Indicator as a navigational ald and as a range-rate and turn indi-
cator for prosubmarine applications. Two units of Model One of the Graphic Indicator
were employed. The associated sourd equipment was the QIB In E-PCS-1431, and the
QCU in E-PC-618, and the WFA in SEA CAT.
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To obtain a figure for accuracy of the Graphic Indicator as a navigational aid in meas-
uring ships’ speeds through the water and over the bottom, it was decided to compare the
speed over the bottom obtained from the Graphic Indicator with the spzed obtained from
navigational fixes. A series of eight runs were made with E-PC -618, running east and
west approximately 7 miles south of Key West, During each run, navigationai fixes were
obtained from Sand Key and Key West lights at 5-minute intervals, with a total run dura-
tion of 20 minutes, Speed range during these runs was from 6 to 18 knots, The propeller
RPM was held fixed throughout each run. Speed data from the Graphic Indicator was
recorded at 2 to 5 second intervals throughout each run, Table 2 is a comparison of the
speed data obtained from the Graphic Indicator with that obtained from navigational fixes
for each corresponding increment of time between navigational fixes. Table 3 is a com-
parison of the speed obtained from the Graphic Indicator with that from navigational fixes
for the average of each individual run. Figure 48 Is a comparison of the average speed by
navigational fixes with the average speed by the Graphice Indicator, for each run, A 45°
line is drawn upon which all data should fall if the measurements are absolute, Since
neither method is arn absolute standard, a factor for the dispersion of each set of data was
cbtained. Standard deviation for each set of data was determined. The data obtained by
the Graphic Indicator gave a standard deviation of 0.15 knot as compared with 0,55 knot
for the data obtair od from navigational fixes. The probable error for the Graphic Indicator
data was (.1 knot as compared to (.4 knot for the navigational fixes. Thus, the data from
navigational fixes indicates a factor of dispersion roughly four times as great as that
obtained from the Graphic Indicator.

TABLE 2
Speed Between Each Navigational Fix Compared to Average
Graphic Indicator Speed for Corresponding Time

Avg, Nav, Fix Avg. Nav, Fix
Run No, Speed-GI Speed Run No. Speed-GI Speed
(Knots) (Knots) {Knots) {Knots)
i 7.53 T.22 5 14,35 14,27
8.00 7.22 14,45 14.59
8,18 7.76 14,70 156.91
7.78 7.98 14.68 13.39
2 9.41 8.98 8 13.68 13,94
9.24 9.29 13,99 15,25
8.47 9.51 14,20 14,16
9,89 a,18 4,10 14.43
3 9.45 2.07 7 17.71 17.71
9,28 10.55 17.47 18,08
5.35 10,28 17,87 17.05
9.48 10.49 17.77 17.27
4 6.44 7.43 8 16.99 117,82
6.54 5.85 17,00 17,27
6.66 7.11 17,01 17,16
6,58 6.61 17.15 18.37
6.87 8.78

In Figure 48 the maximum displacement of any point from the curve is approximately.
0.7 knot. Since neither is an absolute standard, it is impossible to determine which is in
error, the navigational fix or the Graphic Indicator data; but when compared on the basis
the dispersion factors presented, a greater percentage of this error would fall in the navi-
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TABLE 3
Speed Obtained by Navigational Fixes
Compared with Average Speed Cbtained
by Graphic Indicator for Total Run;
Key West Area, 2397 October 1850

( Speed by Speed by |
Run No, GI Nav, Fix
Knots Knots
1 7.83 7.80
2 9.49 9.18
3 5,38 10,02
4 0.57 6.66
) 14,56 14,50
6 13.95 14.43
7 117.68 17,74
8 17.57 17.60

AT T
“;:::S-‘?%E;t:
A

SPEED-G1-KNOTS
"

L ,ZZr
%/ x
I B ————————{—'—r—-’— €-PG-618 -
24 0GT. 1950

4

3

0 12 14 16 [:]
SPEED-NF -KNOTS

Figure 48 - Speed by Graphic Indicator versus
speed by navigational fixes

1t is therefore concluded that the Graphic Indicator will measure the speed of a vessel
over the bottan witr an order of accuracy of * 0.1 knot,

Passive Range Rate Measurements — & seriesof simple manéuvers using USS T-PCS-1431
and USS E-PC-618 was designed to demonstrate the capability of the Graphic Indicator ic
passively track and measure the changes in range rate between a listening vessel and an
echo-ranging vessel Each ship (see Figure 49) conducted straight runs on reciprocal
courses passing on parallel tracks abeam of each other at minimum ranges as recorded

in Table 4. The absolute value of the range rate was established by making a calibration
run prior to the starting of the tests. Each run startec ata maximum closing range of
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approximately 3500 yards and continued until the vessels had passed well abean of each
other, at which time the run was terminated, Each vessel maintained constant shaft turns

throughout each run, Ship’s head, ship’s speed (pit log},
at 15-second intervals, Graphic Indicator readings were recorded at 2- and 3-second inter-
vals, Table 4 is a summary of the data from these runs.

and relative bearing were recorded

Figures 50 and 51 are typical

curves from these runs, The cbserved points are those obtained by use of the Graphic

Indicator.
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ere obtained by computing the vector com-

line of sight, contributed by each ship. The vector component
is a product of the cosine of the relative bearing angle and the ship’s forward velocity.
Therefore, the sum of the vector components for the two vessels is the range rate,
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Figure 49 - Maneuver for range rate
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Figure 51 - Range rate versus time

it was observed that the two methods agreed within a iew tenths of a knot, Table 4
also gives the time of zero range rate, optical, as compared with the time of zero range
rate from the Graphie Indicator, The average time difference between these two readings,
for all runs was three seconds, Corresponding bearing difference was 4° and the position
(along the ship’s track) was approximately 16 yards aft of the mast (used as the optical
reference),

it is concluded that the Graphic Indicator can track changes of range rate from ping
to ping with an estimated accuracy of the order of + 0.1 knot.

The Graphic Indicator as a Turn Detector ~ A series of runs were designed to demon-
strafe the capabllity of the Graphic Indicator to detect turns of an echo-ranging surface
vessel by passively observing the vessel’s transmitted pings.

To test the instrument’s capabilities fully, the most unfavorable condition for detecting
turns by the Graphic Indicator was selected. As shown in Figure 52, the transmitting ves-
sel was headed toward the listening vessel, because in this condition, a glven change in the
transmitting vessel’s course will cause the least change in range rate, This is, however,
the most favorable condition for detecting a change in course by visual observation. Con-
versely, the most sensitive condition for detection by the Graphic Indicator is that in which
the transmitting vessel’s course is at right angles to the line of sight, and this is the least
sensitive condition for visuai detection of {urns,
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An example will best illustrate this man-

euver (see Figure 52), USS E-PCS-1431 and E-P(S-1431
USS E-PC-618 opened range to approximate '(Elm?cmc)
4000 yards. The vesseis then turned and closed

on a collision course. Each vessel steadied on A
course and came tu a prescribed speed. At T g -
~nproximately 2500 yards zero time was set and
aata recording was started. Then at 2000 yards
F-PCS8-1431 turned and steadied on a new base
course. The run was terminated shortly after
E-PCS- s +31 had steadied onthe newbase course,
The vessels then turned and opened in range for
the start of a new run. "Table 5 lists the course
and speed of each vessel, course change of the
turning vessel, and the range between the two , L
vessels at time of turning. Ship’s head, relative i

bearing, speed {pitometer log), and radar range :
were recorded in E-PCS-1431 at intervals of 15 *’

2000 AND 6000 YDS:

seconds. The exact time of beginning a turn, as £-PC-618
observed from the gyro, was recorded. Range {LISTENING)
rate from the Graphic Indicator was read eaci:
“ping.” The speed, ship’s head, and relative
bearing of the listening vessel, E-PC-618, were

PROPELLER TURN GOUNY
HELD CONSTANT ON BOTH

recorded. VESSELS TOR EACK RUN
A state-2 sea prevailed during these man- Figure 52 - Maneuver for detecting
uevers so that these vessels could not steer change of course by range rate

perfect courses. Therefore. the operator of

the Graphic Indicator waited until an appreci-

able change of range rate had oceurred before calling the turn, In some instances the turn
could have been called earlier than it was. It has been observed that change of range rate
of a high-speed vessel occurs prior to the actual change of bearing. This is explained by
the fact that a ship loses headway when the rudder is upplied. The range rate is therefore
changed slightly prior to the actual turning of the vessel.

Table 5 lists the time that an observer could first detect change of course in E-PCS-
1431 compared to the time that was called by the operator. The average time required
for the detection of the turn in these runs was 7 seconds, which included approximately
3 seconds propagation time. This corresponded to 10° change of course of the turning
vessel when the turn was called by the observing ship,

Figures 53 through 57 are representative curves of this series of runs. BEach figure
contains five curves; 1) range rate observed from the listening vessel, 2) ship’s head,
3) relative bearing, 4) speed {pit-iog), and 5) radar range from the turning vessel. All of
these ordinate values are versus time, Note that the range-rate curve breaks shortly
after the ship’s head curve. These curves were plotted from certain typical runs as
recorded in Table 5. In all cases, turns were detected by the Graphic Indicator as early
as, and in a number of occasions earlier than, by visual observation from the bridge of
the listening vessel,

It is concluded from these chservations that an operator passively observing the pings
of an echo-ranging vessel is abie ia detect a change of course or speed of the echo-ranging
vessel within five seconds.
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Figure 57 - Time plots of maneuver for detecting change
of course by range rate

Phase Signatures -~ During the passive range rate measurements and turn detector
tests of the Graphic Indicator, it was observed that the transmitted pulse of the sonar
equipment in E-PCS-1431 did not produce a straight line presentation on the Graphic
Indicator cathode-ray tube, The presentation as shown in Figure 58 consisted of a sloping
forward portion with small humps appearing on the horizontal portion. This was termed
the “signature” of the sonar transmitter, The same signature remained constant from
ping to ping, and was also received without alteration at ranges up to 10,000 yards. This
has significant implications; first, it is evidence that there is no appreciable phase modu-
iation or distortion in one-way fransmission over a patl up to 10,008 yards, and second,
it indicated a means of identifying particular sonar transmitters by passive listening.
This is imporiant in prosubmarine application when several surface vessels are echo-
ranging in the vicinlty of a submarine. By observing the signature of each vessel, the
submarine is able to identify and track a particular vessel, thus avoiding any ambiguity
as to the vessel being observed.
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Use of the Graphic Indicator in Convoy Screen Penetration —
A Graphic Indicator was installed in USS SEA CAT (AGSS-399)
for the monthly ASW tactical demonstration conducted by the

Commander of the Key West Task Force. SEA CAT was a
mem*er of the submarine force whose duty in the demonstra-
tion was to sink a target ship protected by a screen of five

escort vessels. In order t{o penetirate the screen and come
to within firing range of the target ship, the vicinity of one of
the escort vessels was selected as the point of penetration,
Figure 58 - Pulse A visual observation of the escort vessel was made at approxi-
signature mately 8000 yards to estimate its absclute range rate. The
Graphic Indicator operator set this information into the instru-
ment and continued to track the vessel in its maneuvers, The
range was closed to approximately 6000 yards and another vessel observation was made to
check the validity of the initial range rate determination. This second observed range rate
coincided with the Graphic Indicator range rate reading and it was concluded that the
Graphic Indicator was giving accurate range rate readings.

The submarine submerged to 200 feet and closed on the escort vessel, During the
time of closure, the range rate of the escort vessel was observed on the Graphic Indicator
and plotted, When the escort vessel presented an opening range rate, indicating a turn
(in the escorting zig plan), the submarine increased speed and penetrated the screen
through an area astern of the escort vessel, This maneuver “acilitated penetration of the
screen and asimulated torpedo hit was made on the target vessel.

The capability of the Graphic Indicator to distinguish the sonar signature of the one
escort vessel from the signature of the other four in the screen was also very important
in this simulated attacik.

Chesapeake Bay and Potomac River Areas, 6 — 9 November 1550

The primary purpose of these tests was to measure the speed of the vessel over the
pottom in shallow water, such as that in the Chesapeake Bay and Potomac River,where
depths vary from 20 to 100 feet.

The Graphic Indicator was connected inr parallel with the receiving system of the QCT
sonar equipment aboard USS E-PCS8-1428. In order to obtain a standard of comparison,
the time of passage between charted buoys was used to determine absolute speed. Table 6
gives the data for a representative number of runs made in the Chesapeake Bay and
Potomac River areas. In addition, a number of runs, made in the Key West area, are
inciuded in the Table. Distance measurements made in the Key West runs were taken
from navigational charts and checked by radar range measurements. The time and dis-
tance speed is compared to the average speed measured by the Graphic Indicator over the
same distance and during the same time interval.

Since there were possibilities of slight inaccuracies in distance determinations, a mean
deviation was taken for the eleven runs recorded in the table. The mean deviation between
the speed as cbtained from time and distance and the speed as obtained from the Graphic Indi-
cator was 0.097 knot, indicating an accuracy for these measurements in the order of approx-
imately & 0.1 knot.
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TABLE 6
Speed Data Computed from Navipational Fixes Compared
with Speed Data Obtained by Graphic Indicator

. Distance Time Speed (Knots)
Date Vessel Area (Min. Sec.) | (Min. Sec) [ Computed | GI
11/9/50 | E-PCS-1426 | Chesapeake 2.50 16:33 9.06 9.18
DAy
Potomac
River
11/9/50 " Y 2.94 19:52 8.88 8.95
11/9/50 " " 2.70 17:23 9.23 9.00
11/9/50 " " 1.64 11:32 8.53 | 8.54
11/9/50 u » 2.80 19:24 8,66 8,173
11/8/50 " 1.95 i0:14 11.44 11.31
11/8/50 " " 1.95 11:35 10.10 10.20
11/17/50 ” u 1.95 i1:35 10.10 10.27
USSs
5/31/51 | Amberjack | Key West 2.88 11:20 15.25 15.37
(s8522)
Uss
2/27/51 | Robinson Key West 2.88 11:47 14.67 14.63
(EDE220)
2/28/51 “ " 2.88 11:38 14,86 14.87

Several other observations of interest were: When E-PCS-1426 was allowed o drift
in the current, the vessel’s movements were determined to within 0.2 knot and the direc-
£on to within 10° This determination was by training the ship’s transducer through 360°,
plotting the magnitude of drift along each bearing. From this plot, it was observed that
the vessel presented the maximum opening range rate along a particular bearing 180° ‘rom
the bearing for maximum closing range rate, Magnitudes of drift were measured as low
as 0.1, 0,2, or 0.3 knot. Another interesting ooservation that emphasizes the sensitivity
of the Graphic Indicator was made when the speed of the vessel was changed, that is, when
the propeller turn count was changed abruptly, The vessel gradually approached the
assigned speed but upon reaching that speed, it over-shot slightly by 0.1 to 0.4 knot, then
gradually returned to the speed for which the turn count was set, The over-shoot observed
was attributed to the change of ship’s dynamic characteristics as her acceleration decreased.

Key West, Florida, 20 November — 9 December 1950

A series of qualitative tests were made with the Graphic Indicator in the Key West
area in cooperation with vessels of the UTU (Underway Training Unit) and USS SARSFIELD,
Attack runs made by UTU vessels in the course of normal training procedure were moni~
tored in these tests.

Analysis of the presentation observed on the Graphic Indicator during these runs
revealed that three apparent targets are present when echo ranging on a submarine. One
of the pussible targets, as shown in Figure 58, is the hull of the submarine. A second
possible target is the dynamic wake or thrust area immediately aft of the submarine’s

propellers. The third target is the static wake further aft in the medium. The occurence
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of the latter two targets is a function of the submarine’s speed, depth, and aspect. For
example, when the attack was made from the quarter, as shown in Figure 58, and the sub-
marine’s velocity was suificient to generate an appreciable wake, it was observed on the
Graphic Indicator that the hull presented a velocity and phase character directly related
to the vessel’s speed, aspect, and its reflecting qualities. The second target, the thrust
area, presented a different velocity or range rate from that of the hull, The direction of
thrust was opposite to that of the cubmarine, Its phase character was aiso different from
that of the hull because of the irregular boundaries of the reflecting area. The third
observed target, the static wake, produced an energy return showing a range rate identical
to that of the volume reverberations. The phase character was also identical to that of the
volume reverberations. Whether or not the dynamic wake could be observed depended
upon the speed of the submarine, and on its bearing, aspect, and range. However, the
stabilized wake was observed in nearly all instances.

SUSMARIHE

VELOCITY OF TARGET

RESPECT TO MEDIUM

OF DYNAMIC WAKE

~

ODSERVED COMPGWENT WITH
RESPECT TO MEDIUR

a
e
AN

~————— JERG AVERAGE COMPONENT WITH
RESPECT T0 REDILUM

S

OBSERVER

Figure 59 - Velocity components of sonar targets
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During these runs it was observed that many of the initial conventional sonar detec-
tions were made on the static wake rather than on the target’s hull, This occurred when
the bearing of the target’s wake from the searching ASW vessel was not perpendicular to
the direction of the existing current. For example, if the search was made with or against
the current, the static wake showed a doppler with respect o the bottom reverberations,
Tihis doppler was clearly distinguishable over the audio system and easily mistaken for a
doppler produced by the hull of the submarine. The doppler produced by the motion of the
static wake with respect to the bottom was identical to the doppler produced by velocity of
the current in the direction of propagation. Since the currents in the Key West area were
as high as 3 to 4 knots, this condition was prevalent.

During quarter attacks with conventional sonar, the transducer was frequently trained
on the static wake during the early portion of the run and in the last few seconds of the
attack the transducer was trained on the dynamic wake. It is obvious that this procedure
resulted in false bearing and range inforun:ation,

Since, with standard sonar gystems, the operator tends to select the target present-
ing the maximum energy return, it is obvious that such a system is not at all times select-
ing the true target, H the hull of the stbmarine is located only in the last few moments
hefore contact is lost, the fire control information is inaccurate since its accuracy depends
on the history of a number of pings.

Additional runs were made aboard USS SARSFIELD in which operations conducted by
SurAsDevDet were monitored with the Graphic Indicator. Information obtained during
operations confirmed that obtained aboard UTU vessels,

Une day was allocated to submarine evasion tactics, This operation included USS
SEA CAT (AGS-399) and a destroyer making ASW training runs on the submarine, A
series of 16 runs were made:; on the first 8 runs, the submarine maintained a constant
course, speed, and depth with no evasion. The second 8 runs were made with the sub-
marine operating with full evasion permissible, During the first 8 runs, the range rate
was observed on the Sonar Graphic Indicator in the submarine and a plot kept of range
" rate versus time. These plots resembled those which will be shown in Figures 60, 62,
and 64, It was noted in these plots that during the closing the surface vessel always came
to an approximately constant closing range rate, and maintained it, until passing overhead.
Knowing that the attacking destroyer was equipped with QHB sonar equipment and the inte-
grated sonar system, it wes decided to attempt tc evade the destroyer by preventing the
range rate from coming to a constant value, It was apparent that by preventing the range
rate from remaining at a constant value for any appreciable period of time that the com-
puters aboard the destroyer would be unable to solve the fire control problem. Therefore,
during the second 8 runs or the evasion runs, the submarine’s Conning Officer maneuvered
the submarine to prevent the range rate from becoming constant, By combining the range
rate versus time plot and bearing information. from the JT operator, the Conning Officer
wage able to evade the destroyer in 7 of the 8 runs. On the sevenih run the Comning Officer
decided to maneuver the submarine as nearly as possible into a direct hit, This he was
able to do, and the charge was detonated directly above the submarine,

Key West, Florida, 20 February - 1 March 1851
The fourth series of tests at Key West was conducted as an assist project (Project

Bu/8172/A16-3, Task Six) with Commander, Surface Antisubmarine Development
Detachment,
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The Graphic Indicator was evaluated as an instrument for prosubmarine and antisub-
marine warfare in the following applications:

(a) Measuring, under simulated attack, range rate in an ASW vessel,

(b} Measuring relative range rate in a submarine under simulated search and
attack conditions,

(c) Classiiying of submarine targets under simulated ASW attack.

(d) Determining, in the subrmarine, the type of course run by an echo-ranging
ASW vessel (zig-zag, constant heim, ete.).

The vessels participating were: 1) USS WILKE (EDDS800) 20, 21, 23, and 26 February
1951, 2) USS ROBINSON (EDE220) 27, 28 February 1951, 3) USS GUAVINA (880362) 23
February 1951, 4) USS SEA CAT (AGS399) 28, 27, 28 February, and 1 March, 1951, Sonar
equipments utilized were the QHB in WILKE, the QGB in ROBINSON, and WFA in GUAVINA
and in SEA CAT.

Attack Rung ~ The major maneuver used in these tests was a normal, simulated depth
charge attack by an ASW vessel on a submarine. The initlal range at zero time of each run
was 1000 yards or greater. Data recorded at 30-second intervals included course, speed
(pit~log), and relative bearing (sonar) from each vessel, Range rate from the Graphic
Indicators was recorded at 2- to 15~second intervals in both the submarine and ASW ves-
sel, and range rate from the standard range recorder at 15-second intervals. A DRT plot,
kept by the ASW vessel, included both own-ship’s track and that of the submarine as deter-
mined from ship®s scnar data,

The accuracy of the attack was determined by the usual procedure of dropping a hand
grena le, followed by a dye marker at the calculated tiric of detonation of the simmlated
depth charge, At the same time, a slug of air was released from the submarine to mark
its position, Dye and slug locations were ¢ >ined by visual observation from the bridge
of the surface vessel and recorded on the DRT plot with an arrow to indicate the course
of the attacking vessel,

A total of 46 runs was made with the submarine at 180-ft keel depth, Eighteen of these
runs were made with the submarine holding a steady course, depth, and speed, and 28 were
made with the submarine taking evasive action,

The co.ming information for all buttwo of the attacks was supplied by the shin’s stand-
ard sonar equipment and independent observations were made with the Graphic Indicator,
Two attacks were made from information furnished by the Graphic Indicator,

A composite plot of the range rate versus time, obtained from the sonar range recorder
and a Gra,.hic Indicator in the ASW vessel and 3 Graphic Indicator in the submarine, was
made to determine the ability of the Graphic Indicator to measure and track range rate,

The range rate obtained from the Graphic Indicator in the submarine was relative, unless
the reference oscillator coincided in frequency with the transmitted pulse of the ASW ves-
sel at a zero range rate condition, The relative range rate data was converted to an abso-
lute range rate basis. This conversion resulted in a vertical shift of the curve but no change
of shape. The direction and magnitude of this shift are shown in Table 7,

Representative curves of data from runs in which the submarine was on a steady course
and speed are shown in Figures 80, 62, and 64.
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TABLE 7
Direction and Magnitude of Shift of
Relative Range Rate Curves

Magnitude
of Shift Direction
Fig. No.| Run No, \knots) Moved

60 2 (2/27/51) 0 -
82 3 (2/27/51) 1.2 QOpening
64 2 (2/28/51) 0.8 Closing
66 8 (2/28/51) 1.0 Closing
68 & (2/28/51) 1.2 Closing
70 11 (2/28/51) 0.8 Opening
72 5 (2/28/51) 2.0 Closing
74 1 (3/1/51) 2.0 Opening
76 2 (3/1/51) 3.0 Opening
78 3 (3/1/51) 4.0 Opening

The relative range rate (Figure 80) from the submarine was measured continuously
with the Graphic Indicator throughout the total run even when the surface vessel passed
overhead and the range rate went from closing to opening. The submarine was able to
measure relative range rate regardless of whether the respective transducers were
trained directly toward each other or away from each other, This ability of the submarine
to maintain contact and measure relative range rate was typical of all runs.

The agreement between the data from the Graphic Indicator in the submarine and the
ASW vessel was consistent. The range rate data from the sonar range recorder agreed
with that from the Graphic Indicators only in the latter portion of the approach when the
range rate had maintained a constant value fcr an appreciable time. This improvement
in the accuracy of the range recorder with time for a constant range rate condition is
inherent, since a large number of points in a straight line makes Lhe alignment of the
cursor easier for the operator. The characteristic of the range-recorder data to fluctu-
ate was observed in the majority of the runs,

Figure 61 is the dead reconning trace (DRT) and sonar plot for the run. In the analysis
of the data, an attempt was made to utilize the DRT and sonar plot for a further comparison
of range rate. This was unsuccessful because of the wide variations in the range and bear-
ing measurements. These variations are most clearly evident in runs with the submarine
holding a constant course and speed,

Figure 62 illustrates the ability of the Graphic Indicator toc produce morc rcliable range
rate information than the tactical range recorder. This is seen between six and seven min-
utes run time, just as the ASW vessel was beginning to pass over the submarine, Figure 63
is the DRI and sonar plot for this run.

Figure 64, similar to the two preceding illustrations, is another example of range rate
versus time o-tained from a submarine holding steady course and speed, In this run, the
alr slug came to the surface approximately 20 yurds from the dye marker, Figure 85 is
the accompanying DRT and sonar plot.
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The following series of illustrations are examples of runs in which the submavine
changed both course and speed. In Figure 66, the less steep slope of the range-rate curves,
as the surface vessel passed over the submarine, indicates that in this run the surface ves-
sel did not pass directly above the target but a considerable distance to one side. In addition
to the degree of slope of the range-rate curves, the fact that the sonar inthe surface vessel was
able to track the target continuously, as illustrated, indicated the magnitude of the miss.
Figure 67 is the associated DRT trace and sonar plot.

‘he above range-rate curves demonstrate the advantage of the Graphic Indicator

method of measuring range rate when the target is maneuvering.

Figure 681is another examyple of the range rateversus time plot of an attack run with the
submarine maneuvering. In thisfigure, the range rate just prior to the lost-contact point,
decreases in the two curves from the Graphic Indicators, whereas the range rate from the
range recorder showsan increased closing rateat this point. From the record of thesubma-
rine’s course and speed, it is known that, atthis point in the run, the submarine madea turn
away from the surface vessel and increased speed av approximately two minutes run time.
A turnaway from theattacking vessel produced a decreasing closing range rateas verified
from both curves by the Graphic Indicators. On theother hand, the range recorder gave an
increasing closing range rate. This is explained by the marner in whicha submarine turns,
by pivoting abouta point forward of the conning tcwer, so that the stern areapresents an
increased cloging range rate and the wikearea an even greater closing range rate. Since the
submarine increased speed at this time, the wake was increased and the energy returning
{rom the wake increased likewise. Thus by this interpretation, the range recorder presents
an increased closing range rate, true for the wake, that is interpreted as a turn toward the
attacking vessel when the turn is actually away from the attacking vessel. This explanation
ig further strengthened by the magnitude of the miss. The air slug released by the submarine
came to the surface approximately 300 yards from the dye marker, Figure 69 is the cor-
responding DRT trace snd sonar plot for this run.

14

Run No.2 2-27-5I
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Figure 6] - Attack run,DRT
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This run is an excellent example of the classification capabilities of the Graphic
Indicator in distinguishing between the hull and the wake of a submarine target. It also
demonstrates the ability of the Graphic Indicator to track changes in range rate of a man-
euvering targel,

In twu of tha runs during these tests, the information from the Graphic Indicator in
the attacking surface vessel was used in conning the vessel in the aitack, Figure 70 is
the range rate versus time plot for one of these runs. The significant feature is the steep-
ness of the slope of the range-rate curve as the surface vessel passes close over the
target. The accuracy of the hit vwas verified by the fact that the air slug released by the
submarine came to the surface approximately 5 yards from the dye marker. The range
rate from the range recorder in this run was not recorded, The associated DRT and
sonar plot is seen in Figure T1.

The submarine curve (solid line and dots in Figure 72} is typical in illustrating the
relative range rate versus time pattern of a searching ASW vessel before gaining contact.
It shows thai the relative range rate variesinanonuniform manner with time, as the sur-
face vessel proceeds in the search plan.

Figure 72 2lso illustrates one of the means of placing the relative range rate received
by the submavine on an absolute basis, For example, if this curve were received by the
submarine without a zero range-rate reference, that is, shifted up or down from the zero
range rate axis, an absolute reference could be set by drawing a mean in the curve and

RUN #3 Run No.3 2-27-51
ZERO TIME
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Figure 63 - Attack run,DRT
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correcting the reading of the instrument to this mean. 7This can be done since a vessel
maneuvering in a detectable area has to present an equal amount of opening and closing
range rate or move out of the area. The accuracy of achieving this type of reference is
estimated to be of the order of ¢ 1 knot.

During this run, the ship's sonar equipment never had an assured contact on the {ar-
get. Thus the range recorder was unable to obtain a range-rate measurement. This i3
illustrated in the accompanying DRT plot, Figure 73. As the training ~nerator searched
the area, the searchlight transducer was trained through the position occupied by the tar-
get. Throughout this search, the operator of the Graphic Indicator in ROBINSON was able
to detect the target and measure the range rate as illustrated by the points represented by
small circles in Figure T2. At these points, the Graphic Indicator operator called the con-
tact and measured range rate, but the sonar operator wos unable to observe any indication

of the target.

‘The agrecinent between the curve obtained by the Graphic Indicator in the subraarine
and the points obtained in the surface vessel was so consistent that the contacts were

definite.

Run No.2 2-28-5I
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Figure 65 - Attack run,DRT
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These testz and {llustrations demonstrate the ability of the Graphic Indicaior, when
used in simulated ASW attack conditions:

a) to track accurately and to measure the relative range rate of an echo-ranging
vessel from a passively listening submarine,

b) to classify the target as hull or wake in an ASW attack by differentiating
between the hull and the wake echoes because ci the differing instantaneous
range rates or phase character,

e} to track accurately and to measure range rate and changes of range rate of
a maneuvering submarine target in an ASW attack, and

d) to detect a submarine target and measure its range rate when standard
sonar equipment did not do so,

Determination of Type of Cowm 3e Run by an Echo-Ranging Surface Vessel by
Fassively Observing its Relative Range Rate in a Submarine — Runs were made with a
surface vescel and a submarine running parallel courses and passing abeam as demnn-
strated by the DRT and sonar track from the surface vessel in Figurs 78, In the first run,
Figure 74, the surface vessel ran a zigzag course as illustrated in the third curve of the
figure, a plot of the vessel’s course versus time. The submarine’s course is plotted in
the first curve shown in this figure. The range rate curve obtained in the submarine
clearly shows each change in ecourse and is very similar to the course curve from the
surface vessel, Plotted on this curve are the values of range rate (circles) reasured by
the Graphic Indicator in the echo-ranging vessel which show agreement with those
obtained by the Graphic Indicator aboard the submarine. The range rate from the range
recorder was not recorded during this run, In Figure 75, the plot of the submarine’s
course by sonar is in poor agreement with that of the course versus time plot from the
submarine’s gyro shown in Figure 74. This is attributed to the lnability of the sonar to
measure accurately range and bearing,

The plot in Figure 76 is similar to that in Figure 74 with the exception that the sur-
face vessel was attempting to run a “constant helm® course instead of a “zigzag® course,
The submarine’s course is not plotted in this Figure, but is maintained at a constant value
similar to that shown in Figure 74, In this run, the range rate from the range recorder in
the surface vessel was plotted {crosses) along with that from the Graphic Indicators in the
surface vessel and the submarine,respectively,in order that a comparisor: could be made.
Note the fine-structured changes in the ship’s course, as indicated hy the passive range-
rate curve, An exampie is the dip in the curve after a run time of a little past 18 minutes.
This fine structure is typical and can be correlated with factors such as pitch and roll of
the surface vessel, correction of course by the helmsman in the surface vessel, and other
small variations and ship's movement that produce the change in range rate. The DRT for
this run is shown in Figure 77.

A run was made (Figure 78) similar to that in Figure 76, except that the surface ves-
sel ran a constant course while the submarine ran a varying course as seen in the DRT
(Figure 79), and in the course versus time curve (Figure 78). Since the speeds were lower
in this run than in previous runs, the variations in range raies were noi as greai.

As in the previcus run, the range rate from the Graphic Indicator in the submarine
and surface vessel from the range recorder were compared with time.
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The change in range rate with change in course was observed as in the previous run.
However, the most significant observation in this rux is the inaccuracy of the range rate
data from the range recorder, The scatter of poirts on the range-rate curves in this run
is greatly increased over that of the previous run. In the previcus run, Figure 76, the
target is on a steady course and speed as opposed to Figure 78 in which the situation is
reversed with the target on a varying course and the surface vessel on a constant course.
In the first condition, the target has essentially a constant aspect with time; in the second
condition, the aspect is changing as the course changes with time, Note the difference in
the spread of range-recorder range-rate points in the case of the target with varying
aspect as compared to the constant-gspect target. This increased variation is interpreted
to be a result of the inability of the sonar to give accurate range and bearing measurements
under these conditions, This data further indicates the inability of the sonar equipment to
classify the target properly as to hull and wake, This inability of sonar equipments to
measure range and bearing accurately with varying aspect has been observed by the Sur-
face Antisubmarine Development Detachment, Key West, Florida, The findings of this
actlvity are reported in the Operational Development Forces’ report, “Evaluation of the
AN/SQG-1(XN),* 11 August 1951,

o ing ¥

rz{ggoﬁ-wg Run No.§& 2-28-51

NOTES:
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I is coneinded from tiils series of runs that the Graphic Indicator has potentiality in
alding a “passive listening® submarine in determining the type of course run by an echo-
ranging surface vessel operating in the area. It is also concivded in ASW applications
that the Graphlc Indicator method of measuring range rate s more accurate than one using
the change of range parameter with time, particularly in the case of a varying aspect target.

The Graphic Indicator as a Navigational Aid — A number of test runs were made during
ihe period, 20 ¥eb, 1851 — 1 Mar. 1951, using the Graphic Indicator as a navigational aid.
Results of these runs agreed with previous tests in the measurement of speed through the
water and over the bottom, with one exception. When QHE esguipment was employed in a
vessel operating in relatively shallow water, where the bottom contour had a bold shelf in
the vicinity of the vessel, it was found that the selectivity of the listening beam was not
suificient to reject reverberations returning at a bearing outside of the major lobe from
along the steep face of the shelf. Therefore, the presentation on the Graphic Indicator
contained indications of velocities, nat from a single direction, but from many bearings
along the shelf. This resulted in the poszibilitv of an error in measurement of ship’s
speed over the bottom.

This limitation is not found in most operating conditions, but for applications where
speed measurement is of prime impoitance, a searchlight transducer should be used.

New London, Connecticut, 2-3 May 1951

In cooperation with the Submarine Develepment Group Two, New London, Connecticut,
2 series of tests were conducted in USS CORSAIR (S3345) and USS HALFBEAK (S5352).
The purpose of these tests was to investigate the feasibility of measuring range rate in a
single ping employing the Graphic Indicator with associated magnetic-tape recording equip-
ment. The idea involves the utilization of magnetic tape recording in the form of a continu-
ous taps loop on which the transmiiied pulse and the returnlng reverberations and targst
echo were recorded. The tape recording was then played back to the Graphic Indicator a
sufficient number of times to make an accurate range-rate measurement,

This procedure has two advantages: first, memory is supplied in the tape recording;
and second, the tape storage enabies the data to be played back a sufficient numbher of
times to adjust the reference oscillator to the desired returninug signal. This improves
the accuracy measurement over that of measuring the slope of the reiurning echo presen-
tation on the cathode-ray tube. Ten to {ifteen seconds are sufficient 1o secure the range-
rate measurement. In addition, cwn ship’s component and target compoaent of the range
rate may be obtalned.

A high-quality magnetic-tape recorder with provision for loop recording was employed
in these tests, Associated with this recording was a fregquency translator, which translated
the 25-ke frequency to § kc for recording and on the playback translated it back to 25 ke for
the Graphic Indicator. The Graphic Indicator required no modification from its standard

form.

A serles of simulated-attack runra were made ahoard CORSAIR with HALFBEAK as
the target. Muagnatic recordings were obtaired from which range-rate measurements
could b2 made to ai accuracy of approximately +0.25 knot, The major error involved in
the r~nge-rate measurement by this method is produced by the *wow” in the magnetic
recording process. It was noted also, that recording enabled a reconstruction of the runs
at a later time producing very accurate information as to the movements of both the echo-

ranging and the targel vessel,
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it was concluded from these initia; tests that it is entirely feasible to construct a small,
compact operacional instrument to measure range rate to +0.25 knot in single-ping oparation.
It was further concluded that magnetic tape recordings could be extremely useful in obtain-
ing data from field tests for subsequeni analysis.

Key West, Florida, 28 May - I Fure 1951

The tests during this period were made in conjunction with the David Taylor Model
Basin to measure the speed of 2 submerged submarine through the water. These speed
measurements were used in the Model Basin’s program of noise analysis of USS AMBER~
JACK’s (85522) superstructure as a function of speed through the water. The submarine
was operated at 100-foot keel depth with speeds ranging from zero (hovering) to the maxi-
mum speed of the submarine. Speed obtained by the Graphic Indicator was compared with
propeller-turn-count speed. In obtaining the propeller rpm, the total number of shaft turns
in intervals of 1 to 5§ minutes was used.

It was found that the Graphic Indicator in measuring speed through the water could
discriminate between speeds resulting frem less than 0.5 rpm difference in turn count.
It was also observed that the submarine was ncver at a constant speed when operating,
as a result of corrections to course and depth. Variations from 0.1 tv 0.8 knot were
observed when the bow planes,stern planes, and rudder were used. The amount of speed
variation was a function of the degree of correction made and the coincidence of correction
by the three controlling units. Speed measurements made during these tests were reported
(8) by the David Taylor Model Basin.

In addition to measuring speed through the water, measurements were made with the
Graphic Indicator of speed over the boitom in the direction of travel and normal to the
direciion oi travel of the submarine, From ihese measuremsnts the sct and drift of the
submarine were determined. A DRT plot was kept employing the set and driit measure-
ments by the Graphic Indicator. During ihe period of submerged operaticn, the currents
varied from 1.5 to 3.5 knots.

With submerged periods of up to nine hours, it was observed upon surfacing on each
of the three operating days that the position indicated by the Graphic Indicator DRT coin-
cided with that from navigational fixes within the tolerances of measurement, approximately
t 500 yards.

1t is econcluded from these observations that the Graphic Indicator has potential value
as an aid to submerged submarine navigation,

Key West, Florida, 9-12 July 1951

7he tests conducted during this perind were divided into threc phases. The purpose
of the first phase was to obtain high-quality magnetic-tape recordings for analysis and
demnnatration in the Laboratory. and for use in operator training for the Graphic indlcator.
[ ]

L.g10 0)41.000 0 3

Magnetie tape recording equipment wes used as illustrated in Figure 80. The 25.6-ke
sonar signal {from the listening channel of the QHBz sonar in USS SARSFITLD was fed
through a bandpass amplifier with an essent!ally constam amplitude output produced by
AOC action to a tranelator which translated this signal from 23.0 to 4.5 ke by mixing with
a 30-ke local osciliator aid taking the difference compensrt. The 4.5-ke aignal was then
reccrded on an Ampex tape recorder. Precautions were iaken to operate the tape’s spesd
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at a constant 15” per second by supplying the driving motor with g 2onstant frequency from
a tuning-fork oscillator. Additional precautions were taken to minimize “flutter® in ihe
recordings,

AMPEX RECORGER

i
b, i
TRANSDUCER I
BAND- PASS - : - CORDIN
| BAnD- 2SS BALANCED LOW-PASS RECAZ08 RZCORDING &,
LETER™S 23578 ] 1 pownn | TEERG | weeLavee [ Beie)  FILTER ‘,:cL' woues (9] wen B |
CHANNEL T | — l i
ACC J}Er I i 1
30 K¢ I i [
0SCILLATOR |
30%¢ | | pLarBack | 4546] PLAYBACK
1 ANPLIFIER HEAD |
SXC | BAND- PASS [apen ! i
25SAC | BAND.PASS bous 456C) gauanceD L 4 5KC LAl B e
20-28 K6 KODUL ATOR | TAPE | ugc:ﬁcm?n
l KAD FREQUENCY
I | DIVIDER
QUTPUT 5 | §0 CYGLES
T0-61 | AMPEX |
I DRIVE NeINTOSH
NOTOR 50 WATT
60 CYCLES | ANPLIFIER

Figure 80 - Recording equipment, block diagram

On playback, the 4.5-kc signal was retranslated to 25.5 kc for presentation by the
Graphic Indicator.

A series of recordings were made on 8, 11, and 12 July 1951 aboard USS SARSFIELD,
of simulated sonar tracking and attzck on submarine targets, These runs !~cluded high-
speed runs on the tavget, low-speed tracking runs, and on tracking run with SAKRSFIELD
towing “FXR” equipment.

For illustrative material in this report, photographs were made in the Laboratory on
35-mm film: with a strip camera operated at a constant film speed. This was done by
removing the horizontal sweep from the Graphic Indicator, and passing the film by the
cathode-ray tube presentation in a horizontal direction at the same velocity as the hori-
zontal sweep. The result is a continuous plot of phase, relative to the reference oscillator,
versus time or range, in the form of a narrow strip with successive pings fcllowing one
another in tirne. The strips were cut at the leading edge of each transmitted pulse and
arranged one below the other in sequence.”

Figures 39, 40, 41, 42, and 43 are samples of the presentation of a high-speed attack
ru1 by SARSFIELD on USS CLAMAGORE. The pertinent information in this run is described
on p~ee 38, of this report. .

% [t j= to be noted in Figures 81-85 that the slope of the lineinthe preseniationis reversed
from that observed in the normal operation of the Graphic Indicator. This occcurred bscause
the V-axis plates of the CRT, employed in photographing, were accidently reversed.

SECRET
SECURITY INFORMATION



SECRET SEA TESTS AND DATA 13

An example of low-speed tracking rune is shown in Figure 81. In this run SARSFIELD
is echo ranging on CUTLASS, From thic {igure, it is determiined thel the ARW vesscl iz
closing through the water in the line of sight of the submarine at & rate cf 4.1 knota and
that the submarine is opening through the water at the same rate, with the net result of a
zero range rate.- During the run, the range rate changes with a siight opening vange rate
at the end of the series of pings shown. One of the most interesting features of this run
is the presence of a wake stretching abeam of SARSFIELD, Ths first part of the wake at
a range of approximately 200 yards has a predominate zero range-rate siope. The second
portion of the wake in range or time has a closing slope indicating a posiiion forward of
abeam. The third portion has an opening slope indicating a position ait of abeam. This
wake is not in the beam of the listening channel of the QABa equipm:ent, but the energy
return from the wake is sufficiently high to override the beam selectivity.

While chserving this run on the Graphic Indicator, the presentation of the wake portion
of the pings gave a pronounced impression of moticn in the form cf angular rotation of the
signal line as the sound returned by the wake came progressively from different bearings.

Center bearing on the hull of the submarine varies from very good in pings, 56,7,8,
and 9 to very poor in pings 1, 15, 18, 17, and 25. The target range is approximately 1250
yards.

In addition to the range rates through the water indicating a quarter or stern aspect,

ircreased reverberations from the submarine’s wake are seen just prior 1o the huii lar-
get in pings 1, 3, and 18,

Figures 82 and 83 are examples of the presentation from another tracking run, illus-
trating the Graphic Indicator presentation in two conditions, In the first condition, Figure
82, the reference oscillator is made tc track the volume reverherations. This results in
the presentation of the taryet as a series of sloping lines. Figure 83 demcnastrates the
same pings with the target irequency tracked by the reference cseiliator, In this run it
is noted that there are severa! pings received from another echo-ranging vessel, These
signals are shown as blocks of uniform fine lines in pings 8, 10, 12, 14, 16, 18, and 20.
From this illustration it was also determined that the ASW vessel was closing with respect
to the water at 14.3 knots, with the submarine also closing with respect to the water at 4.8
knots. This resulted in a total closing range rate of 18,9 knots. This is further evidenced
by the decrease of range to the target from 920 yards in ping 1 to 360 yards in ping 25.

An energy return from the wake appears afier the huli presentation, Since the target
had a bow aspect, a portion of the wake immediately aft of the submarine was shielded,
resulting in the appearance of the wake further aft.

Figure 84 illustrates the presentation of a tracking 1un with an FXR equipment towed
by the ASW vessel. The target echo can be readily distinguished and the range rate meas-
ured, although the presentation is broken at intervals with high-noise hursts, During this
same Tun the visual displays of the QHR sanar equipment .were completely masked by
noise. Thia was true for both the PPI presentation and the range recorder,

During another rup, an interesting obhservation was made when SARSFIELD traversed
a wake. The wake compistely masked the reverberations and target eche as shown in
Figurz 85, Further, It affected the transmitted pulse by producing violent phase steps
during the iengih of the pulse, These phase changes were attributed to the effect of the
changing accustic impedance of the wake being reflected back into the transducer and
further into the slectironic driving system.
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it 1= concluded from these tests that buih vecording und photographing by this meihiod
are valuable in ihe collection of data and in the analysis of operaticnul sonar conditions,
Magnetie rasordings ave very benctictal as an ald to operator training for the Graphic
Indicator esmipment

It is further concluded that the Graphic Indicator has potentlal value in maintaining
contact on a target when a countermoasure device such as the FXR equipment is nsed.

The second phase of this series of tests was conducted in cooperation with the David
Tayior Model Basin. The purpose of this phase was to obtain a speed calibration versus
the propeller turn cousi of USS TRUMFETFISH (83425) with the uid of the Graphic Indicator.
This calibration was performed and the results reported (9).

The third phase included preliminary tests ~f the Graphic Indicatcr with the 10-ke
Long-Range-Search scnar system. The purpose of this test was to meke o qualitative
comparison between the Graphic Indicator method of receiving and that of the LRS system.
During this phase, ranges to approximately 9,000 yards were obtained. The Graphic Indi-
cator was able to detect and measure range rate any time that the target was detected by

‘the LES system.

It was concluded from the results obtained that the Graphic Indicator was comparable
in its capabilities for target detection to the detection and tracking ecuipment of the 10-kc
LRS sysiem and ihat, in addition, it was capable of measuring range rate accurately.
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TRANSMITTED

PULSE VOLUME REVERBERATIONS AND NOISE
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CONCLUS{ONS

From results i laboraiory and field tests cmploying the Sonar Graphie Tndicator, it
is concluded thdt the method and techalques used in this instrument render it a potentially
valuable aid for applications in prosubmarine and antisubmarine warfare and in navigation.

Prosubmar fne Applications

(1) Aid 1o ASW screen penetration

(a) DNetermination of changes in the rangc rate o1 an acho-ranging vessel,

(b) Determination of the type of course the echo-ranging vessel is running
from a plot of relative range rate versus time,

() Determination of the type of sonar equipment in the ABW vessel
(searchiight or scanning) from the presentation of the transmitted
pulse and reverberations, and

(d) Determination of whether the ASW vessel is in a position to make
sonar contact by the presentation of the transmitted pulse and
reverberations.

(2) Aid in evading attacking ASW yessels by
(a) - (4) as in (1) above, =ad
(¢) Determination of ihe time the attacking vessel begins to lose coniact
before passing over the submarine.

(3) Aid to passive submarine tornedo fire control by supplying relative motion
- data and true range rate,

(4) Ald to submarine toryedo attack if used in single-ping echo ranging.

Antisubmarine Applications

(1) Target classification by providing diserimination between a submarine hull,
false targets such as wakes, knuckles, reefs, and reverberations, and

(2) Tracking and fire control by supplying aceurate range, range rate, and bearing.

Navigational Applications

I pavigation, the Sonar Graphic Indicator alds in the determination of ship’s speed
through the water and over the bottom, set and drift of the vessel, and local water current
y&leity, Thege ravigational features are equally applicable to submarines and surface

yESUS]H,
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Cther Ajpplications

In acdition to the above appiications, the instrument is valuable in the analysis of
peaanngrapbic eouditions, of sound propagation, and of phase and freguency in the
laboratory.

Tre proctical results obtained from the techniques and methods employed in the
Sonar Graphic Indleator subswantiate the philosophy from which they were derived. The
processing of the signal for visual display of fundamenial signal parameters and their
differences is not limited to the field of underwater sound, but has applications to other
scientifle fields particularly those employing a time-varying series for carrying intelligence.

RECOMMENDATIONS

1t is recommended that immediate intensive research and development be undertakenio:

(1) Develop further methods and techniques to process and display the signal,
utilizing more efficiently the physiological and psychological properties
of the iadividual, particularly those involving the visual senses.

(2) Employ the method and techniques utilized in the Graphic Indicator
in the development of practical equipment for use by the operating
sorces of the Navy. The primary objectives should be,
(a) to suppiy more accurate and valid infor mation for prosubmarine and
antisubmarine warfare applications, and
{;) the simplification of sonar equipments.

{3) Apply the prirciples employed in the Sonar Graphic Indicator for,
(a) detection and tracking of *argets by long-range, low-frequency listening,
usinz submarine engine, propeller and hull noises,
(b) area and harbor defense,
(c) detection, classification, and location of mines for mine countermeasures,
{(d) measureraent and analysis of oceanographic currents, &nd
{e) navigational purposes with provisions for an entirely automatic system.
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APPENDIX

A Discussien of Some of the Fundamentals of Visual Presentation

The presentation of sonar signal information for visual observation, whether on a
cathutle-ray-tube screan, on recorder paper, or on a meter, has been secondary in
standard sonar systems to the audio presentation, which has been relied upon for initial
target detection, for target classification, and for doppler information, The visual
presentations have been essentially aids te the aural, providing, for tactical use, geo-
graphical plot or a curve of range vs. time or; for the equipment cperator, an aid to the
correction for a better on-target bearing. In all of these, except the last, practice has
been to use for visual presentation essentially the same method of cignal processing
commonly employed fnr aural presentation, resulting in the utiliza’ion only of the higher
energy level existing in a signal. Although for the several specific purposes the intelli-
genee derived from the energy difference alone is adequate, it is insufficient for identify-
ing or disclosing a complex situation wherein the information or signal is the return from
a manifold target, such as a submarine and its wakes,

The weakness of present signal treatment is evidenced when the inhereat functional
differences of the eye and ear are considered. These differences make apparent the
superiority of the eye with memory, as compared to the ear, in the analysis of situations
of complex nature, provided that the complexity is properly presented to the eye. It is
not to be inferred that a visual presentation should necessarily be used to the exclusion of
other forms of presentation, for, in many instances, utilization of both the visual and
auditory senses results in an enhanced signal perceyption and recognition. However, thesignal
must be processed separately for the visual and auditory senses,

This situation was assessed early in an investigation established jointly by the
High Polymer Branch of the Chemistry Division and the Transducer Branch of the Sound
Division to develop an improved recorder paper for application in the tactical sonar range-
recorder, The study of what constituted an ideal recorder paper led to a study of those
conditions necessary for optimum signal perception in a graphic presentation, This
involved consideration of the manner in which the eye and brain function in seeing, of
those factors which constitute attributes (characteristics) of modes of appearance,”
and of how the perception of these attributes and of changes in them ic governed by
reactions learned during the life of the individual.

A brief comparison of the capabilities and functions of the eye and ear established
that: (1) the eye can accommodate about 430 times more bits of intelligence per second
than the ear (11); (2) the eye can accommodate many sources of information simultane-
uusly when suitable angular displacement between sources is present, whereus the ear

* I'he attributes of modes of appearance for a surface are listed by t).. Uptical Society

wb hiparica {10) as, brightness or lightness, hue, saturation, size, shape, location, flicker,
sfatkle, transparency, glossiness and luster, In addition, motion can be considered an
wltstbite when ¢ nthode-ray-tube presentations are used. This list is added to emphasize
Lt there are many parameters available for exploitation in visual presentation.
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functions best with a single source; {3) in accordance with Weber'’s law of perceptional
differences (for a just aoticeable difference, AS/S = C), the human ear, to perceive a
difference, reguires a change of 20% in the original loudness, whereas a change of only
1% in b ightness can be perceived by the eye (12); (4) the visual senses are sensitive to
a larger number of perceptual variablcs than are the avditory senses,

It was concluded that in the perception and analysis of a complex signal sitvation,
a system designed to tailor the intelligence to as great a degree as possible for visual
observation, should yield a higher recognition differential and information rate. A new
anddifferent approachto signal display was tried, preserving, so far as possible, in the
signal presentation or picture the information inherent in variation of the average signal
energy but not at the usual cost of discarding the information in the frequency and phase
character within the wave train or trains which constitute the signal,

The following design procedures were, and still are, advocated:

1. Display all signal information in a manner to emphasize ihe differences and
changes of differences between the signal and coexisting distractions or roise.

2. Design visual displays to enhance the ability of the operator to recognize meaning-
ful patterns of many bits of information,

3. Utilize the ability of the operator to scan, antlyze, compare, and integrate, f~om
the aggregates of many bits of information without conscious rationalization.

The Sonar Graphic Indicator is an electronic equipment developed to conform to these
recommended practices. It presents the signal as a transitory pattérn, in a graphic
presentation on a cathode-ray-tube screen, for quick perception by the eye of the observer.
The structure or form of the pattern as observed transmits through the eyes to the brain
the complex signal information which has controlled the pattern formation and makes it
perceptibly different from the picture which immediately precedes or follows. Recogni-
tion of the signal pattern and the transmission of the complex information of course
require previous experience or training of the observer,

This signal display system is based esgentially on a phase comparisca of two ire-
quencies as a function of time. The indicator presents patterns that vary with the change
in the periodicity between successive cycles of the received signal over continuous range
intervals. Thecycle-to-cycle phase of the signal is plotted versus time to form this
pattern, at a rate suitable for comprehension by the visual senses and commensurate with
the reaction time of the brain. Means for measuring the rate of change of phase between
a reference and the signal are incorporated. The phase, frequency and amplitude charac-
teristics of the signal are presented in such a manner that the phase and rates of change
of phase are the primary narameters with comparative levels of amplitude or energy
treated as secondary parameters,
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7103/120
DATE: 31 October 1996

FROM:  Burton G. Hurdle (Code 7103)

SUBJECT: REVIEW OF REF. (a) FOR DECLASSIFICATION
T0: Code 1221.1

VIA: Code 7100

REF: (@) NRL Confidential Report #4028 by G.F. Asbury, Sr., et al, 6 Aug 1952 (U)
(b) DoD Dir. 5200.10

1. Reference (a) is a report on the theory, implementation and testing of the Sonar
Graphic Indicator, a method for measuring the phase of a sonar signal on a cycle-to-
cycle basis and displaying it on a cathode ray screen. The phase pattern of the signal
is used for classification and for measuring the range rate, via the Doppler shift, and
range of the target.

2. The AN/BQA-3 was the practical utilization of this technology. The AN-BQA-3
has not been in service in submarines for at least ten years, this technology being
superseded. '

—> 3. Reference (a) was declassified by reference (b).

—> 4. Based on the above, it is recommended that reference (a) be declassified with no

restrictions.
%URTON G. HURDLE
Acoustics Division
CONCUR:
%m/ A V/Zf’x«mé /{/ Y%
EDWARD R. FRANCHI Date
Superintendent

Acoustics Division
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